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Applicant / Future Property Owner:

AutoZone Development, LLC
¢/o: Wade Davis
123 5. Front Street, 3rd Floor

Memphis, Tennessee 38103

(90]) 495-8701
wade.davis@autozone.com
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AutoZone Store Developmen
Plan »ubmission

for:

AutoZone—0leander
Store No. 6406

3915 Oleander Drive

Ub Hwy 76

Wilmington, NC
anover County

Architect;

AutoZone Development, LLC

¢/o: George Callow

123 5. Front Street, 3rd Floor
Memphis, Tennessee 38103

(901) 495-8705

Plan Submittal Date:
September 29, 2015

October 21, 2015

NORTH CAROLINA
Public Services o Engineering Division
APPROVED STORMWATER MANAGEMENT PLAN -
Date: Permit #

CITY OF WILMINGTON NOTES:

TRAFFIC CONTROL NOTES:

EXISTING PROPERTY OWNERS:

OLEANDER WEST LLC
JOSEPH STILWELL
10280 US HIGHWAY 17N
WILMINGTON, NC 28422
910-233-4981

THE DISTRICT OFFICE OF THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION (NCDOT) MUST BE NOTIFIED AT LEAST 24 HOURS
PRIOR TO CONSTRUCTION.

TRAFFIC MUST BE MAINTAINED AT ALL TIMES AND TRAFFIC CONTROL MUST COMPLY WITH THE MANUAL OF UNIFORM TRAFFIC VI C EN E TY MAP (NTS)

CONTROL DEVICES (MUTCD) AND WITH THE CURRENT EDITION OF THE NCDOT STANDARDS AND SPECIFICATIONS.

ALL LANES OF TRAFFIC ARE TO BE OPEN DURING THE HOURS OF 6:00 AM TO 9:00 AM AND FROM 4:00 PM TO 6:00 PM. A
MINIMUM OF ONE 12-FOOT LANE SHALL BE MAINTAINED AT ALL TIMES.

ALL ROADWAY SIGNS WHICH ARE TO BE REMOVED DURING CONSTRUCTION ARE TO BE REINSTALLED AS SOON AS POSSIBLE.

DURING NON-WORKING HOURS, EQUIPMENT IS TO BE PARKED AS CLOSE TO THE RIGHT OF WAY LINE AS POSSIBLE AND BE
PROPERLY BARRICADED IN ORDER TO PREVENT ANY EQUIPMENT OBSTRUCTION WITHIN THE TRAVEL LANE.

ALL CONTRACTORS DOING WORK WITHIN STATE RIGHT OF WAY ARE TO HAVE A COPY OF THESE PLANS ON THE JOB SITE.

WHEN PERSONNEL AND/OR EQUIPMENT ARE WITHIN 5' OF AN OPEN TRAVEL LANE, THE CONTRACTOR SHALL CLOSE THE OPEN
TRAVEL LANE ADJACENT TO THE WORK AREA USING APPROPRIATE TRAFFIC CONTROL MEANS AND METHODS UNLESS WORK IN THAT
AREA IS PROTECTED BY BARRIER OR GUARDRAIL.

THE CONTRACTOR SHALL NOT WORK SIMULTANEOUSLY ON BOTH SIDES OF AN OPEN TRAVEL WAY WITHIN THE SAME LOCATION ON A
TWO-LANE, TWO-WAY ROAD.

THE MAXIMUM LENGTH OF A LANE CLOSURE ON THE PROJECT SHALL BE ONE MILE, MEASURED FROM THE BEGINNING OF THE
MERGE TAPER TO THE END OF THE LANE CLOSURE.

THE CONTRACTOR SHALL BACKFILL AT 6:1 SLOPE UP TO THE EDGE AND ELEVATION OF EXISTING PAVEMENT IN AREAS ADJACENT
TO AN OPENED TRAVEL LANE THAT HAS A DROP-OFF OF MORE THAN 3",

WHEN BACKFILL IS REQUIRED, IT SHALL BE AT NO EXPENSE TO THE OWNER.
THE MAXIMUM DIFFERENCE IN ELEVATION BETWEEN OPEN LANES OF TRAFFIC SHALL BE 2"

WHEN LANE CLOSURES ARE NOT IN EFFECT, CHANNELING DEVICES IN WORK AREAS SHALL BE SPACED NO GREATER THAN TWICE
THE POSTED SPEED LIMIT, EXCEPT 10" ON-CENTER IN RADI, AND SHALL BE SET 3’ OFF THE EDGE OF AN OPEN TRAVEL-WAY.

DURING INSTALLATION, PROPER TRAFFIC CONTROL DEVICES, SIGNS, ETC. BE INSTALLED TO ENSURE PUBLIC SAFETY IN ACCORDANCE
WITH THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION'S STANDARDS AND SPECIFICATIONS

ALL DISTURBED AREAS ARE TO BE FULLY RESTORED TO NCDOT MINIMUM ROADWAY STANDARDS.

MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE NCDOT ROADWAY STANDARDS AND SPECIFICATIONS (LATEST EDITION).

1. Prior to any clearing, grading or construction activity, tree protection fencing shall be installed around protected trees or
groves of trees. No construction workers, tools, materials, or vehicles are permitted within the tree protection fencing.

2. Any trees and/or oress designated to be protected must be properly barricaded with fencing and protected throughout
construction to insure that no clearing, grading or staging of materials will occur in those areas.

3. No equipment is allowed on site until all tree protection fencing and silt fencing is installed and approved. Protective
fencing is to be maintained throughout the duration of the project, and contractors shall receive adequate instruction on
tree protection methods.

4. Al pavement markings in public rights—of—way and for driveways are to be thermoplastic and meet City and/or
NCDOT standards.

5. Once streets are open to traffic, contact Traffic Engineering regarding the installation of troffic and street name
signs. Proposed street names must be approved prior to installation of street name signs.

6. Traffic control devices (including signs and pavement markings) in areas open to public traffic are to meet
MUTCD (Manual on Uniform Traffic Control Devices) standards.

7. Contact Traffic Engineering at 910-341-7888 to ensure that all traffic signal facilities and equipment are shown on
the plan.

8. Call Traffic Engineering at 910-341-7888 forty—eight (48) hours prior to any excavation in the right—of —way.
9. Traffic Engineering must approve of pavement marking prior to actual striping.

10. All parking stall markings and lane arrows within the parking areas shall be white.

11, Al traffic control signs and markings off the right-of-way are to be maintained by the property owner.

12. Stop signs and street signs to remain in place during construction.

13. Tactile worning mats will be installed on all wheelchair ramps.

14, A utility cut permit is required for each open cut of a city street.

15. Any broken or missing sidewalk panels, driveway panels and curbing will be replaced.

16. Contact Traffic Engineering at (910) 341-7888 to discuss street fighting options

17. Water and sewer service shall meet Cape Fear Public Utility Authority (CFPUA) details and specifications.

18, Project shall comply with CFPUA Cross Connection Control requirements, Water meter(s) cannot be released until all
requirements are met and the State has given their final approval. Call 910-343-3910 for information.

19. If the contractor desires CFPUA water for construction, he shall apply in advance for this service and must provide a
reduced pressure zone (RPZ) backflow prevention device on the developers side of the water meter box.

20. Any irrigation system supplied by CFPUA water shall comply with the CFPUA Cross Connection Control regulations. Call
919-343-3910 for information.

21. Any irrigation system shall be equipped with a rain and freezer sensor.

22. Any backflow prevention devices required by the CFPUA will need to be on the list of approved devices by USCFCCCHR
or ASSE.

23. Contractor to field verify existing water and sewer service locations, sizes and materials prior to construction. Engineer to
be notified of any conflicts.

24. Contractor shall maintain oli-weather access for emergency vehicles at all times during construction.

25. Underground fire line(s) must be permitted and inspected by the Wilmington Fire Department from the public right-of-way
to the building. Contact the Wilmington Fire Department Division of Fire and Life Safety ot 910-341-0696.

26. No obstructions are permitted in the space between thirty (30) inches and ten {10) feet above the ground within the
triangular sight distance.

27. Contact the North Carolina One Call Center at 1-800-632-4949 prior to doing any digging, clearing, or grading

Civil Engineering Plans Prepared by:

Iriangle Site Design, PLLC

¢/o: Matt Lowder, PE

4006 Barrett Drive, Suite 203

Raleigh, NC 27609
J19-553-6570

mlowder@trianglesitedesign.com

TRIANGLE

SITE DESIGN

CONSULTANT:

TRIANGLE SITE DESIGN, PLLC
4006 BARRETT DR, STE 203
RALEIGH, NC 27609

(919) 553-6570

LICENSE #P—0619
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OWNER/DEVELOPER:

AUTOZONE DEVELOPMENT, LLC
ATIN. WADE DAVIS

125 S. FRONT STREET

SRD FLOOR

MEMPHIS, TN 38103-2107
PHONE: (901) 495-8701
FAX: (901) 495-8969
wade.davis@autozone.com

For Bidding & Contractor Information Contact:
F.W. Dodge Plan Room Tel: (615) 884-1017

REVISIONS:

10/21/15  REVISED PER CITY OF
WILMINGTON REVIEW COMMENTS

LAYOUT COORD: MEL
PLANNING MGR. MEL
DRAWING BY: MEL
DATE: SEPTEMBER 29, 2015
JOB NUMBER: 010048
TITLE:

COVER SHEET

SHEET NUMBER:

C0.0

COMMENTS:
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N/F MARY C. WILLIAMS HOLMES
PID# R05518-023-006-000

DB 1365 PG 156

N/F COBLE FUNERAL SERVICE, INC.
PID§ R05518-023-003-000
DB 1281 PG 415

N/F COBLE FUNERAL SERVICE, INC.
PID# R05518-023-002-000

USE: FUNERAL HOME

LOT 461
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KEYNOTES

Building & Paving @
Concrete curb — see details 1 & 2/ C1.A

Concrete paving — see detail 4/C1.A. Expansion
and Control joints — see details 21 & 22/C1.A
Maximum spacing for Control joints is 15'-0" o.c. each

© ©
@

Asphalt paving — see detail 5/C1.A

G.C. to provide alternate bid for concrete paving sheet

Handicap parking area — see detais 6 & 7/C1.A Slope
Handicap parking sign — see detail 12/C1.A
Pipe guard — see details 14, 15 & 16/C1.A

Concrete light pole base — see detail 13/C1.A. Locate
3-0" from back of curb or sidewalk to center of base.
Aim light fixture in direction as indicated.

Slope

© 00O @

Concrete sidewalk — see detail 19 & 20/C1.A for
sidewalks around building.

Dumpster layout — 8" wood enclosure w/ metal or
composite PVC gate — see details 8, 9, 10 & 11/C1.A

t] ” 3 . .T.
6'-0" long concrete wheel stop, pinned to pavement — D0

see detail 17/C1.A. Locate 2'-6" from face of curb or
sidewalk.

® ©
® 00 REE ® ©

Pylon Sign 5" x 8" x 20" hgt. See signage drawings (Under
separate permit)

©
®

4" wide parking stripe painted white (typ.)

{13y 4" wide diogonal stripes painted white @ 2 ft. o.c.
Concrete handicap ramp — maximum slope 1:12 (8.33%)
(per AD.A. requirements). Maximum cross slope 1:50

way. (2.00%)

New landscape area — provide sod and 3" topsoil — see

L1.0 for additional information

grade from back of curb down to match the

existing grade @ property line.
Connect building down spouts to storm drainage system

5 x 5 concrete pad

end of curb 4:1

Stop Sign — see detail 26/C1.A

Pavement markings — see detail 25 & 26/C1.A
New curb cut & approach per local codes & specs.

New concrete curb & gutter to meet dll local & state

requirements

New sidewalk to meet all local & state D.0O.T.
requirements

Remove existing curb, gutter, pavement, sidewalk and
back fill per local & state D.O.T. requirements

TRIANGLE

SITE DESIGN

CONSULTANT:

TRIANGLE SITE DESIGN, PLLC
4006 BARRETT DR, STE 203
RALEICH, NC 27609

(919) 553-6570
LICENSE #P—0619
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IMPERVIOUS AREA SUMMARY

GENERAL NOTES

TOTAL SITE AREA = 38,270 SF (0.88 AC)

EXISTING IMPERVIOUS AREA = 20,153 SF (0.46 AC TO BE DEMOLISHED)
PROPOSED BUILDING =

PROPOSED ON-SITE SIDEWALK =
PROPOSED PERVIOUS CONCRETE =

7,381 SF
1,523 SF
2,643 SF (10,570 SF TOTAL, 75% PERVIOUS, 25% BUA (TYPE B SOILS))

2.
TOTAL ON-SITE IMPERVIOUS AREA = 17,102 SF (0.39 AC)  PERCENTAGE = 44.7%
TOTAL ON-SITE OPEN SPACE = 21,168 SF (0.49 AC)  PERCENTAGE = 55.3% 5
NET DECREASE IN IMPERVIOUS AREA = 3,051 SF {0.07 AC)
(EXEMPT FROM 25-YEAR PRE/POST ATTENUATION REQUIREMENT)
4.
5.

NOTE TO CONTRACTOR:

PRIOR TO ANY CLEARING, GRADING, OR CONSTRUCTION
ACTMTY, TREE PROTECTION FENCING WILL BE REQUIRED 6
TO BE INSTALLED AROUND PROTECTED TREES OR .
GROVES OF TREES AS SHOWN. NO CONSTRUCTION
WORKERS, TOOLS, MATERIALS OR VEHICLES ARE PERMITTED
WITHIN THE TREE PROTECTION FENCING AREA.

Property line and right—of—way monuments shall not be disturbed

by construction. If disturbed, they shall be reset to their

original locations at the Contractor's expense by a Registered
Land Surveyor.

Proof Roll Building and all parking areas.
any unacceptable areas.

Building dimensions shown on the Civil Engineering Plans are for
reference purposes only, Contractor shall use the Architectural
and Structural Plans for exact Building dimensions.

Al site dimensions are referenced to the face of curbs or edge

of paving unless otherwise noted.

Al sidewalks, curb and gutter, street paving, curb cuts, driveway

approaches, handicap ramps, etc. constructed outside the
property line in the right—of—way shall conform to all municipal
and/or State specifications and requirements.

Al disturbance incurred to any adjoining property due to

construction or demolition shall be restored to the previous
condition or better, and to the satisfaction of the City or State
Authority.

Notify AutoZone Inc. of

7. The Contractor shall provide As—Built records of all construction
(including underground utilities) to AutoZone Inc. at the end of
construction.
NORTH CAROLINA
Public Services o Engineering Division
APPROVED STORMWATER MANAGEMENT PLAN PAVEMENT LEGEND
Date: Permit #
ASPHALT PAVING — SEE DETAIL 5/C1.A
i (ALTERNATE BID) CONCRETE PAVING — SEE DETALL 4/C1A
Signed:
= 4| CONCRETE PAVING — SEE DETAL 4/C1.A
A POROUS CONCRETE PAVEMENT — SEE DETAIL SHEET C1.5
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OWNER /DEVELOPER:

AUTOZONE DEVELOPMENT, LLC
ATIN. WADE DAVIS

1253 S. FRONT STREET

3RD FLOOR

MEMPHIS, TN 38103-2107
PHONE: (901) 495-8701

FAX:
wade.davis@autozone.com

For Bidding & Contractor Information Contact;
FW. Dodge Plan Room Tel: (615) 884-1017

(901) 495-8969

BULK AREA REQUIREMENTS

LOCATION: 3913 OLEANDER DRIVE (US HWY 76)
SIGN LEGEND WILMINGTON, NORTH CAROLINA
ZONE: CB (COMMUNITY BUSINESS)
LEGEND Qry. USE: RETAIL AUTO PARTS SALES
R%?Em%n PIN 1D: R05518-023-001-000
ITEM REQUIREMENTS PROVIDED
6 2 MINIMUM LOT AREA 0.5 AC 0.879 AC
MINIMUM LOT FRONTAGE 80FT 1385FT
VAN ACCESSIBLE
MINIMUM FRONT SETBACK 20F7 102FT
1 MINIMUM SIDE SETBACK OFT 6FT
MINIMUM REAR SETBACK 25FT (ADJACENT RESIDENTIAL) | 25FT

MAXIMUM BUILDING HEIGHT
NUMBER OF STORIES

45 FT (3 STORIES) 21FT+ (1 STORY)

SIGN SETBACK

10 FT 12 FT

LOT COVERAGE (BUILDING)

30% 19.3%

STREET YARD BUFFER

20FT STREET YARD 20FT STREET YARD

PERIMETER PARKING BUFFER

10FT PARKING BUFFER

10FT PARKING BUFFER

FOUNDATION PLANTINGS

12% OF BUILDING FACE AREA

12% OF BUILDING FACE AREA

ZONING BUFFER

VICINITY MAP

(NTS)

10FT ADJACENT RESIDENTIAL

WITH FENCE 10FT WITH FENCE

20FT ADJACENT RESIDENTIAL

REVISIONS:
10/21/15  REVISED PER CITY OF
WILMINGTON REVIEW COMMENTS
LAYOUT COORD: MEL
PLANNING MGR. MEL
DRAVING BY: MEL

CAMA LAND USE CLASSIFICATION:  DEVELOPED

SEPTEMBER 29, 2015

REFERENCE IS MADE TO THE CITY OF WILMINGTON ZONING ORDINANCE

JOB NUMBER:

PARKING INFORMATION

010048

SITE PLAN

SHEET NUMBER:

C1.0

COMMENTS:

ITEM REQUIREMENTS PROVIDED
BUILDING SIZE N/A 7,381 SF
PARKING REQUIRED MIN SPACES = 18 22 SPACES

(1 SPACE/400 SF GFA)

MAX SPACES = 37

(1 SPACE/200 SF GFA)
MIN. PARKING DIM. 85 FT x 18 FT 9FTx 18 FT
MIN. DRIVEWAY WIDTH 24 FT 25 FT
HANDICAP SPACES 2 SPACE 2 SPACES
LOADING SPACE 1 REQUIRED (12'x45’) 1 SPACE
BICYCLE SPACES 5 SPACES 5 SPACES




L d S DIMENSION & TYPE DIMENSION & TYPe _TRIANGLE
andscaping materials, grass, sod, mulch, etc. Landscaping materials, grass, sod, mulch, etc. shall be ownspou , Asphalt Section A B C D > SITE DESIGN
shall be flush to 1” below top of curb flush to 1" below top of curb or any opening in curb — (SEE ARCH. PLANS) gongrete Section A B ¢ Drive Aisle 20" 130" |8 See note
, ‘ o y B Transition Boot arking Areas > 4 Isee note Parking Areas 15 (300 |8 see note
Landscaping materials, grass, sod, mulch, etc. For catch curbs only, provide 6° wide steel trowel finish __Mire screen for rodents Loading/Dumpster 6 4 see note CONSULTANT:
shall be flush to 1" below concrete paving in flowline. For release curbs provide wood float finish. Approaches 6" 4" see note TRIANGLE SITE DESIGN. PLLC
ot drainage openings in curb Note: See grading plan for finished paving elevations Schedule 40 PVC NOTE: C NOTE”-' All asphalt paving to be "Heavy 4006 BARRETT DR, SfE 203
: Compacted subgrade should be as
. . . Duty”. Compacted subgrade should be as RALEIGH NC 27609
. . , 7 WMo specified in soils report. ys : - ’
& & Sef po(;nr%g_l aximum _Proposed Grade specified in soils report. (919) 553-6570
~ ~ notes detalil, = N
& & this sheet [y Wearing surface -
. / ; / | | il 4000 PSI cone. ——— ’ LICENSE #P—0619
‘ _ . 8" Schedule 40 = paving (min.) — _ Binder Course
» 5 o F:)/S Lf'p (typ.) 45 Bend w/ 6x6 wire’ mesh R VL FUP LY — =t SEAL
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e OLEANDER DRIVE (U.S. HIGHWAYS 74 & 76)
(100’ PUBLIC R/W)

GRADING NOTES:

1.
2.
3.

™~

o

REFER TO THE SITE PLAN FOR RELATED NOTES.
ALL CONTOURS AND SPOT ELEVATIONS REFLECT FINISHED GRADES.

ALL ELEVATIONS ARE IN REFERENCE TO THE BENCHMARK, AND THIS MUST BE VERIFIED BY THE GENERAL CONTRACTOR PRIOR TO
GROUND BREAKING.

THE CONTRACTOR SHALL IMMEDIATELY REPORT TO OWNER ANY DISCREPANCIES FOUND BETWEEN ACTUAL FIELD CONDITIONS AND
CONSTRUCTION DOCUMENTS AND SHALL WAIT FOR INSTRUCTION PRIOR TO PROCEEDING.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING AND PROTECTING EXISTING UTILITIES, AND SHALL REPARR ALL DAMAGE TO
EXISTING UTILITIES THAT OCCUR DURING CONSTRUCTION.

THE CONTRACTOR SHALL BLEND NEW EARTHWORK SMOOTHLY TO TRANSITION BACK TO EXISTING GRADE.

LIMITS OF CLEARING SHOWN ON GRADING PLAN ARE BASED UPON THE APPROXIMATE CUT AND FILL SLOPE LIMITS, OR OTHER
GRADING REQUIREMENTS.

THE PROPOSED CONTOURS SHOWN IN DRIVES AND PARKING LOTS AND SIDEWALKS ARE FINISHED ELEVATIONS INCLUDING ASPHALT.
REFER TO PAVEMENT CROSS SECTION DATA TO ESTABLISH CORRECT SUB-BASE OR AGGREGATE BASE COURSE ELEVATIONS TO BE
COMPLETED UNDER THIS CONTRACT.

THE CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE SO THAT RUNOFF WILL DRAIN BY GRAVITY FLOW ACROSS NEW PAVEMENT
AREAS TO NEW OR EXISTING DRAINAGE INLETS OR SHEET OVERLAND.

10.  ANY GRADING, BEYOND THE LIMITS OF CONSTRUCTION AS SHOWN ON THE GRADING PLAN, IS SUBJECT TO A FINE.

11.  GRADING MORE THAN ONE ACRE WITHOUT AN APPROVED EROSION CONTROL PLAN IS SUBJECT TO A FINE.

12. STABILIZATION IS THE BEST FORM OF EROSION CONTROL. TEMPORARY SEEDING IS NECESSARY TO ACHIEVE EROSION CONTROL ON

DENUDED AREAS AND ESPECIALLY WHEN THE CONSTRUCTION SEQUENCE REQUIRES IT.

13.  ALL DISTURBED AREAS ARE TO BE SEEDED OR LANDSCAPED WITHIN 14 DAYS OF COMPLETION OF GRADING.

14. EXISTING GRADES, CONTOURS, UTILITIES AND OTHER EXISTING FEATURES FROM FIELD RUN SURVEY.

15.  THE CONTRACTOR SHALL INCLUDE IN THE CONTRACT PRICE ANY DE—WATERING NECESSARY TO CONSTRUCT THE PROJECT AS SHOWN

ON THE PLANS.

16. THE CONTRACTOR IS RESPONSIBLE FOR THE DESIGN AND IMPLEMENTATION OF ALL SHEETING, SHORING, BRACING AND SPECIAL

EXCAVATION MEASURES REQUIRED TO MEET OSHA, FEDERAL, STATE, AND LOCAL REGULATIONS PURSUANT TO THE INSTALLATION OF

THE WORK INDICATED ON THESE DRAWINGS. THE DESIGN ENGINEER ACCEPTS NO RESPONSIBILITY FOR THE DESIGN(S) TO INSTALL
SAID [TEMS.

17. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR EXACT LOCATION, ELEVATION, AND DIMENSIONS OF EXIT DOORS,

RAMPS, BUILDING DIMENSIONS, AND EXACT BUILDING UTILITY ENTRANCE LOCATIONS.

18.  ALL FILL MATERIALS, EXISTING BUILDING FOUNDATIONS, PAVEMENT AND UTILITY STRUCTURES, TOPSOIL, AND ANY OTHER DELETERIOUS

MATERIALS SHALL BE COMPLETELY REMOVED FROM WITHIN THE BEARING ZONE BELOW THE STRUCTURE.

19.  ALL FOUNDATION EXCAVATION SHALL BE INSPECTED BY A QUALIFIED GEOTECHNICAL REPRESENTATVE TO DETERMINE WHETHER

UNSUITABLE MATERIAL MUST BE REMOVED. ALL UNDESIRABLE MATERIAL SHALL BE REMOVED, BACKFILLED AND COMPACTED AS
REQUIRED BY THE GEOTECHNICAL REPRESENTATIVE.

20. ALL CUT OR FILL SLOPES SHALL BE 3:1 OR FLATTER UNLESS OTHERWISE NOTED OR DEPICTED.

21.

THE CONTRACTOR SHALL ADHERE TO ALL TERMS & CONDITIONS AS OUTLINED IN THE GENERAL N.P.D.ES PERMIT FOR STORM WATER
DISCHARGE ASSOCIATED WITH CONSTRUCTION ACTIVITIES.

22. CONTRACTOR SHALL ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY TO ASSURE A SMOOTH FIT AND CONTINUOUS GRADE.

23. CONTRACTOR SHALL ENSURE POSITVE DRAINAGE AWAY FROM BUILDINGS FOR ALL NATURAL AND PAVED AREAS.

24, ALL UN-SURFACED AREAS DISTURBED BY GRADING OPERATION SHALL RECEIVE 4 INCHES OF TOPSOIL CONTRACTOR SHALL APPLY

STABILIZATION FABRIC TO ALL SLOPES 3H:1V OR STEEPER.

25. CONSTRUCTION SHALL COMPLY WITH ALL APPLICABLE GOVERNING CODES AND BE CONSTRUCTED TO SAME.

DRAINAGE NOTES:

1.
2.
3.

b

o

1.

12.

13.

4.

A MINIMUM GRADE OF 0.50 % SHALL BE MAINTAINED ON ALL PIPES, UNLESS OTHERWISE NOTED.
PIPE LENGTHS AND SLOPES INDICATED ON THE PLANS ARE APPROXIMATE ONLY.

UNDERGROUND UTILITY LINES SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING STANDARDS IN ADDITION TO OTHER
APPLICABLE CRITERIA:
A. NO MORE THAN 500 LF OF TRENCH MAY BE OPENED AT ONE TIME.
B. EXCAVATED MATERIAL SHALL BE PLACED ON THE UPHILL SIDE OF TRENCHES.
C. EFFLUENT FROM DE—-WATERING OPERATIONS SHALL BE FILTERED OR PASSED THROUGH AN APPROVED SEDIMENT TRAPPING
DEVICE, OR BOTH, AND DISCHARGED IN A MANNER THAT DOES NOT ADVERSELY AFFECT FLOWING STREAMS OR OFF-SITE
PROPERTY.
D. MATERIAL USED FOR BACK-FILLING TRENCHES SHALL BE PROPERLY COMPACTED IN ORDER TO MINIMIZE EROSION AND
PROMOTE STABILIZATION.
E. RE-STABALIZATION SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE EROSION AND SEDIMENT CONTROL REGULATIONS.
F. APPLICABLE SAFETY REGULATIONS SHALL BE COMPLIED WITH.

CATCH BASINS, MANHOLES, FRAMES, GRATES, ETC. SHALL MEET THE REQUIREMENTS OF THE LATEST EDITION OF THE NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION STANDARD DRAWINGS. REFERENCE THE FOLLOWING STANDARD DETAILS:
840.02 — CONCRETE CATCH BASIN 840.05 — FRAME, GRATES, AND HOOD FOR CATCH BASINS
840.04 — CONCRETE OPEN THROAT CATCH BASIN 840.14 — CONCRETE DROP INLET
840.16 — DROP INLET FRAME AND GRATES 840.31 — CONCRETE JUNCTION BOX
840.35 — TRAFFIC BEARING GRATED DROP INLET 840.45 — PRECAST DRAINAGE STRUCTURE
840.52 — PRECAST MANHOLE 838.80 — PRECAST CONCRETE ENDWALL

ALL PIPES SHALL BE LAID ON STRAIGHT ALIGNMENTS AND EVEN GRADES USING A PIPE LASER OR OTHER ACCURATE METHOD.

STORM PIPE SHALL BE AS FOLLOW UNLESS OTHERWISE NOTED:
TYPE 1: RCP, CLASS Il PER ASTM C-76, WITH FLEXIBLE PLASTIC BITUMEN GASKETS AT JOINTS.
TYPE 2: HIGH DENSITY POLYETHYLENE PIPE (HDPE) — AASHTO DESIGNATION M252 TYPE S, M294 TYPE S AND MP7-97 TYPE
S, SMOOTH INTERIOR/ANNULAR EXTERIOR. ONLY PERMITTED WHEN SPECIFICALLY INDICATED ON THE CONSTRUCTION
DRAWINGS. PIPE SHALL BE INSTALLED IN ACCORDANCE WITH PIPE MANUFACTURER'S INSTALLATION GUIDELINES. PIPE JOINTS
AND FITTINGS SHALL BE WATERTIGHT.

ALL STORM DRAINAGE WITHIN THE PUBLIC ROADS SHALL BE CLASS Il REINFORCED CONCRETE PIPE UNLESS OTHERWISE NOTED.

EXISTING DRAINAGE STRUCTURES TO BE INSPECTED AND REPAIRED AS NEEDED, AND EXISTING PIPES TO BE CLEANED OUT TO REMOVE
SILT AND DEBRIS.

IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING CONSTRUCTION IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO
REPAIR AND/OR REPLACE THE EXISTING STRUCTURE AS NECESSARY TO RETURN IT TO EXISTING CONDITIONS OR BETTER.

ALL STORM PIPE ENTERING STRUCTURES SHALL BE GROUTED TO ASSURE CONNECTION AT STRUCTURE IS WATERTIGHT.
PRECAST STRUCTURES MAYBE USED AT CONTRACTORS OPTION.

ALL STORM SEWER MANHOLES IN PAVED AREAS SHALL BE FLUSH WITH PAVEMENT, AND SHALL HAVE TRAFFIC BEARING RING &
COVERS. MANHOLES IN UNPAVED AREAS SHALL BE 6" ABOVE FINISH GRADE. LIDS SHALL BE LABELED "STORM SEWER”.

STRUCTURE TOP ELEVATIONS SHOWN HERE ARE APPROXIMATE. CONTRACTOR SHALL ADJUST AS NECESSARY.
RIM ELEVATIONS AS NOTED ARE TO THE GUTTER FLOW LINE.

TRIANGLE

SITE DESIGN

CONSULTANT:

TRIANGLE SITE DESIGN, PLLC
4006 BARRETT DR, STE 203
RALEIGH, NC 27609
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AUTOZONE DEVELOPMENT, LLC
ATTN. WADE DAVIS
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JRD FLOOR

MEMPHIS, TN 38103-2107
PHONE: (901) 495-8701

FAX:  (901) 495-8969
wade.davis@autozone.com
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COMMENTS:




REFER TO DEMOLITION PLAN — CONTRACTOR

NOTE:

AUTOZONE TO REIMBURSE
GENERAL CONTRACTOR FOR

NOTE:

CONTRACTOR TO COORDINATE
WITH CAPE FEAR PUBLIC

ALL SANITARY SEWER, GAS,

GENERAL UTILITY NOTES:

1. Al utilities shown are approximate locations only and have been compiled from the latest
available mapping. The exact location of all underground utilities shall be verified by the
Contractor prior to the start of construction.

UTILITY NOTES:

. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH CAPE FEAR PUBLIC UTILITY AUTHORITY STANDARD DRAWINGS AND SPECIFICATIONS.

IN THE EVENT THAT A UTILITY ITEM IS NOT COVERED BY THESE PLANS, THEN THE STANDARDS AND SPECIFICATIONS CONTAINED IN THE CAPE FEAR PUBLIC UTILITY
AUTHORITY REQUIREMENTS COMERING SUCH ITEMS SHALL AP!

, 2. General Contractor to coordinate with the local Utility Companies for all locations and 3. WATER SERVICES 1-INCH SHALL BE TYPE K" SOFT COPPER. ALL OTHER WATER MAINS, SERVICES, AND FITTINGS SHALL BE CEMENT-LINED DUCTILE IRON PIPE PER
UTILITY AUTHORITY FOR WATER AND WATER TAP FEES. connections. A pre—construction meeting with the various Utility Companies, is required CAPE FEAR PUBLIC UTILITY AUTHORITY STANDARDS AND SPECIFICATIONS.
INATE WITH UTILTY SERVICE PROVIDER METER & BACKFLOW prior to the start of any construction activity. 4. GRAVITY SANITARY SEWER MANS SHALL BE DUCTILE IRON PIPE OR PVC PIPE, AS SPECIFIED IN THESE PLANS AND CAPE FEAR PUBLIC UTILTY AUTHORITY
TO COORDINA UTILITY SERVICE PROVID PREVENTION REQUIREMENTS . . . . . STANDARDS AND SPECIFICATIONS. SANTTARY SEWER SERVICES SHALL BE 4” SDR 35 PVC.
] TO RELOCATE EXISTING POLES AND SERVICE ] 3. The Contractor shall visit the site and verify the elevation and location of all utilities by
f various means prior to beginning any excavation. Test pits shall be dug at all locations 5. CLEAN-OUT SYMBOLS SHOWN ON THESE PLANS REPRESENT LOCATION OF SURFACE ACCESS POINT. CONTRACTOR SHALL LOCATE WYE APPROPRIATELY BASED ON
i TO ADJACENT PROPERTY i where sewers cross existing utilities, and the horizontal and vertical locations of the PPE DEPTH.
B i utilties shall be determined. The Contractor shall contact AutoZone in the event of any 8. ALL MANHOLES SHALL BE CONSTRUCTED IN ACCORDANCE WITH CAPE FEAR PUBLIC UTILTY AUTHORTY STANDARDS. MANHOLE DIAMETER SHALL VARY DEPENDING ON
7 DROP INLET unforeseen conflicts between existing and proposed utilities so that an appropriate PIPE DIAMETER AND DEPTH, PER CAPE FEAR PUBLIC UTILITY AUTHORMY STANDARDS.
Know what's below. | ( y % /.,@}rmg: 3510 modification may be. made. 7. LOGHTIONS AND SIZES, OF EXITNG UTLITIES SHOMN ON THESE PLANS WERE TAKEN FROM MAPS PREPARED B OTHERS. THE CONTRACTOR IS SOLELY RESPONSELE
Call before you dig. ¥ ADJOINER'S \" , % 15" PINE / § b e T e e ot 8 ;2: Z‘OﬂN:R:ETc:;]N:H:LLt BE gsioﬁsfioiﬁo:sigfm?;wfm TEO THE ENS(:NEER SHOWING THE LOCATION OF WATER D
?: I 6" DoGHO0I— PUMPHOUSE 20" PINE—~. % [ e o e orond by (5 DEVATONS.FROM PLAYS MADE DURNG CONSTRUCTION. THE ENGEER WL PROVDE THESE RECORD. DRAVINGS T0_THE OMER, - 1+ S Ve SErVOES M A
t ‘ 5 / \@\ various Utility Companies and shall pay all fees for connections, disconnection, relocation’s, g WATER MAINS SHALL HAVE A MINIMUM COVER OF 36" BELOW PROPOSED GRADE.
%3 OaK 14 \ g inspections, and demolition. (AutoZone to reimburse General Contractor for all Sanitary
| o Val 10" CEDAR L ” = / Sever and Water Tap Fees). 10. ALL UNDERGROUND UTILITIES AND FIRE HYDRANTS MUST BE FUNCTIONALLY APPROVED PRIOR TO STRUCTURAL CONSTRUCTION.
;; 15" 08K \—7g” O'M \; , ) 11. THRUST BLOCKS SHALL BE PROVIDED AT ALL BENDS, TEES, AND FIRE HYDRANTS.
2 - / ” SDMH 5. All valve boxes and curb boxes shall be adjusted to the final grades. All curb boxes shall
Ei P S /‘“75 OAK 5o A ‘. \r% \ T0P=39.4' be located in grassed areas unless indicated otherwise on the plans. 12. DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR FITTING.
§ 7.1 : /// “// ) . ’l \ \ / [£=32.0° @ 8. Sanitary lateral shall maintain (10" min. horizontal 1.5' vertical min.) separation distance B B AT SAATARY LEADS TO BULDING SHiLL END ' OUTSDE THE BULDING LTS A5 SHOMN ON PLAN AND SHALL BE PROVDED WITH A TENPORARY
3 6" TREE— R #3 e I = LT 3 MAGNOLIA . S from water fines unless otherwise shown, or additional protection measures will be required. -\, | reevcNG FIPE LAYING, AND BACKFILUNG SHALL BE IN ACCORDANCE WITH FEDERAL OSHA REGULATINS. MINIMUM TRENCH WIDTH SHALL BE 2 FEET.
0 A Sork & 2 - / U ———-- Where water line crosses above sanitary lateral by less than 2’ vertical, a concrete
10" OAK | S 6 0 O 4 6”5 9 O 4 7 \ -f &l X ¥ 7 SR A e = : pm—y . ”" 5“‘“‘ OA\'“'"'J*W encasement shall be installed, Contractor shall center one joint of pipe at crossing. 15. GENERAL CONTRACTOR SHALL HAVE APPROVAL OF ALL GOVERNING AGENCIES HAVING JURISDICTION OVER THIS SYSTEM PRIOR TO INSTALLATION.
| — 5 - g 0" 0AK
% (4% A — (3_: e . o j;?};&% ” o 2 3_5 £ 72 ' 02 \/— /gaf 7. This plan details pipes up to 5' from the building face. Refer to the building drawings for 16 ALL FILL WATERIAL IS TO BE IN PLACE, AND COMPACTED BEFORE INSTALLATION OF PROPOSED UTILITIES.
“,CQE S‘f‘g % L(S i f\i%? 5" DAK 5323? o ;#zﬁ 18" O4K ""’/[ \%" ageth 24" SWEET GUM ' \~ \\ 0 10 20 building connections. Supply and install pipe adapters as necessary. 17. CONTRACTOR SHALL NOTIFY THE WATER AUTHORITY INSPECTORS 72 HOURS BEFORE CONNECTING TO ANY EXISTING LINE.
< 5] . . o P » »
o & ~ EE - CoNG = ‘ 87 SWEET GUM O ~——STORMWATER P \\ \ N 8. Al exsting pavement where utilty piping i to be installed shall be saw cut and replaced in 18 ALL UTLITES SHOULD BE KEPT TEN (10) APART (PARALLEL) OR WHEN CROSSING 24 VERTICAL CLEARANCE (OUTSIE EDGE OF PIPE TO OUTSIDE EDGE OF PPE).
= S <L o = X x . — L i e accordance with the pavement repair requirements of the Governing Authority. 19. PRESSURE REDUCING VALVES WILL BE REQURED ON THE DOMESTIC WATER MAINS IF THE STATIC PRESSURE AT THE BUILDING EXCEEDS BOPSI.
B4 X X X X X 8 -_§E§§ \ | 8" SWEET GUM ~ YARD MANAGEMENT / o
SeoLed 3 A (= 1 2 ) . N N . .
= e s) L= HORANT HREA | SR GRAPHC SBALE: 1 CH = 20 FeT 5 Oyt o sl e g K b i arpson i o WIF SRS HICEECHEN AR AT 5 o U 9,05 S O 9 SR TE ULIE
' ™ - - — — 1 ‘ i l Jr’— TRANSFOR\MER\ 3 ~B o 10. Al sanitory sewer main fines shall be schedule 40 PVC pipe (except s noted on plans). fg&ngpngE THRUST BLOCKING AS REQUIRED TO PROVDE A MINIMUM OF 24” CLEARANCE. MEETING REQUIREMENTS OF ANSI A21.10 OR ANSI 21.11 (AWWA C—151)
U NN e ] W W W T All PVC pipe shall be installed in accordance with the manufacturer’s recommended ’
' _ N\ BUILDING
e \ = B - " ” w % IL Pf\D AN \ procedure. 21. DRAWINGS DO NOT PURPORT TO SHOW ALL EXISTNG UTILIIES. EXISTING UTILTIES SHALL BE VERFIED IN FIELD PRIOR TO INSTALLATION OF ANY NEW LINES.
i_ P Ss — W J Ii | I S 22. CONTRACTOR IS RESPONSIBLE FOR COMPLYING TO THE STANDARDS AND SPECIFICATIONS OF THE CAPE FEAR PUBLIC UTILITY AUTHORTY WITH REGARDS TO
5 <3 on 290 29N n “ . X i O\ MATERIALS AND INSTALLATION OF THE WATER AND SEWER LINES.
\ D /i = Svo svo 55 L8] VO . I ! ‘ \ N FF=39.75 23. THE CONTRACTOR IS SPECIFCALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTNG TLITES OR UTIITIES B OTHERS A5 SHOWN ON THESE PLANS
z | o qvo svo svo I \ IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION 1S NOT TO BE RELIED
; S o ! ONAS BEING DIACT OR COMPLETE. THE. CONTRATOR, MUST. CALL THE APPROPRIATE UTLIY COMFANIES AT LEAST 72 HOURS. BEFORE Ay EXCAVATION 10 REQUEST
< o
j 1 .~ —— 2 l 1 NATURAL GAS SERVICE EXACT FIELD LOCATION OF UTLITES, T SHALL B¢ ThE RESPONSIBLTY OF THE CONTRACTOR T0RELORATE AL EXSTING UTLTIES WhICH CONFLCT WIH T
e wn e st | S - I Z o » ), | !
, J-.'Efrl ﬁ‘ [9 0. 55 } \ N 6_7<§Q_ 12 o = lI§ \ WITH METER 24. ALL CONSTRUCTION METHODS & MATERIALS SHALL CONFORM WITH THE CURRENT SPECIFICATIONS AND STANDARDS OF THE AMERICAN WATER WORKS ASSOCIATION
jall o . ; | 1 ) = ELECTRICAL SERVICE 5 TWO-WAY SEWER CLEANOUT O AWNA). THE AWWA CONSTRUCTION STANDARDS ARE SET FORTH IN THER CONSTRUCTION SPECIFICATIONS AND STANDARD FOR WATER AND SANITARY SEWERAGE
> | | 2 6 SPACES 1 ACILITIES, A COPY OF WHICH MUST BE PURCHASED FROM THE AWWA BY THE CONTRACTOR AND KEPT AT THE JOB SITE AT ALL TIMES. REFERENCE TO NCDOT
L = \\ k 1 | \ & (ADJOINER'S) \ RiM=41.0 NORTH CAROLINA SHALL MEAN THE CURRENT STANDARDS AND/OR SPECIFICATIONS OF THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION.
I o T ' < : V=374
T | A 3, 1l ulc Senices « Engincering Divsion % 5 OS5 EUELI SOUE S0 it SR MG, W UL 2 o, 28 ne, T
I m g \.\1 % $ 2 Q i; 5 0\ OVER S5 DETERMINED B THE CAPE FEAR PUBLIC UTLIT AUTHORIY AS 0 AREAS'WTHI STREET RIGHT-OF-WAY AND THE ENGINEER IN'OTHER, AREAS. ~ COPENSATION
i \ = n% SO IW=38.2 APPROVED STORMWATER MANAGEMENT PLAN 26. A MINMUM VERTICAL SEPARATION OF 24" SHALL BE MAINTAINED BETWEEN SANTARY SEWER & WATER LINES AND A FULL JOINT OF WATER LINE PIPE SHALL BE
| - ”8 S5 IWV=37.5 (0IP) CENTERED WHERE WATER LINE CROSSES OVER SANITARY SEWER. WHERE CLEARANCE IS LESS THAN 18" BUT GREATER THAN 12", SANTARY SEWER SHALL BE
i 2 BL =J/. Date: Permit # PRESSURE TESTED DUCTILE IRON PIPE 10° FROM WATER-MAIN. WHEN WATER LINE CROSSES UNDER SAMTARY SEWER, 18" MINIMUM CLEARANCE MUST BE
I = 1” DOMESTIC WATER A MAINTAINED, AND SANITARY SEWER SHALL BE PRESSURE TESTED DUCTILE IRON PIFE 10" FROM WATER-MAN.
' * ES " D AN ) 27. ALL PVC WATERLINES SHALL HAVE BURIED WITH THE PIPE # 12 COATED ELECTRIC WIRE AND BROUGHT UP INTO THE METER BOXES.
-— | SERVICE (TYPE K COPPER) A » Sianed:
‘. ) NATURAL GAS % i |- 4" SAMTARY SEWER ignea: 28. THE CONTRACTOR SHALL PROVIDE A SURVEY AS-BUILT RECORD DRAWING OF THE SANITARY SEWER SYSTEM AND THE WATER DISTRIBUTION SYSTEM IN ACCORDANCE
SERVICE z SERVICE @ 1.0% MIN WITH THE REQUIREMENTS OF THE CAPE FEAR PUBLIC UTILITY AUTHORITY.
(ADJOINER'S ASHPHALT) \ = /)1&% ©
S =
| 1 L2 f ? nﬁg“ﬁ 1/4 TURN FULL PORT
| 1 | g | ) = BRONZE BALL SHUT-OFF REDUCED PRESSURE
| z ! | | 25" ACCESS 3 1= VALVE #1 SEE NOTE 42 PRINCIPLE ASSEMBLY
i i ! | o | EASEMENT I mnlii z 1/4 TURN FULL PORT BRONZE
§ { | | P = BALL SHUT-OFF VALVE #2 SEE
; ‘ ' c I | CHECK VALVE #2 NOTE £2
] | ] 9] 3z !
% | | . { E ﬁ Qiiég CHECK VALVE #1 7
! ; 3 = .
48.1 el —> || £ BACKFLOW PREVENTION NOTES:
% SULOING ‘ z I i SEWER CLEANOUT 1. THERE SHALL BE NO TAPS, PIPING BRANCHES, UNAPPROVED BYPASS STRAINER OPTIONAL \
: HEIGHT c ﬂ o RiM=40.5 PIPING, HYDRANTS, FIRE DEPARTMENT CONNECTION POINTS OR OTHER L
: g % V=367 WATER-USING APPURTENANCES CONNECTED TO THE SUPPLY LINE
(13.9) ' - )
. = BETWEEN ANY WATER METER AND IT'S UTILITY DEPARTMENT REQUIRED —
‘ DROP INLET BACKFLOW PREVENTER. FLOW —— \
F=39.1" |
¥ @;m 7 2. EACH UTILITY DEPARTMENT REQUIRED BACKFLOW PREVENTER ASSEMBLY IS I REMOVABLE
- = (FuLL) REQUIRED TO BE TESTED BY AN APPROVED CERTIFIED TESTER PRIOR TO INSULATED
QD Fr=41.06 1] PLACING THE WATER SYSTEM INTC SERVICE. ] ENCLOSURE
=41, WITH DRAIN
“ ' 3. REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTION ASSEMBLIES SHALL TEST COCK #1 | PORTS.
| = BE INSTALLED ABOVE-GROUND WITHIN INSULATED ENCLOSURE PER UTILITY (SEE NOTE #3) T~
| LOWEST POINT
ABUONER'S ROOF BRAS BLDG. AREA = 7,381 SQ. FT. DEPARTMENT REQUIREMENTS (HEATED TO 40 DEG F MIN). ENCLOSURE I OR RELIEF
= TO INCLUDE DRAIN PORT(S) FOR DISCHARGE WATER. SEE DETAL. F1><
ENCROACH (0.2) AT 5% | . | FINISH FLOOR ELEV. 42.2 13 © J =z - e
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g I I [od # %
~ C SUPPORT AND PAD AS REQUIRED BY DESIGNER
‘ ) = UNDERGROUND ELECTRICAL ; ﬁ SEWER CLEANOUT y
(PAD IS OPTIONAL) 4" MINIMUM #67 WASHED
AND TELEPHONE SERVICE ; ]1 RM=40.5 STONE
% S ’ ;l INV=36.3 6 8
N | /2 RPZ BACKFLOW PREVENTER
O @ C, ()
% A CLZ”JNOT TO SCALE
=1 4
i 5 11 EXISTING SANITARY SEWER CLEANOUT
= o IA % FIELD VERIFY LOCATION AND ELEVATION
5" DOMESTIC WATER METER—H A ) OF EXISTING SANITARY SEWER SERVICE UTILITY LEGEND
& %" RPZ BACKFLOW PREVENTER o/ . !i PRIOR TO CONSTRUCTION
IN ACCORDANCE WITH CFPUA 7 IRRICATION WATER METER 9 Fi=40.5
REQUIREMENTS & %" RPZ BACKFLOW PREVENTER P,! INV.=35.8¢
I IN ACCORDANCE WITH CFPUA XJ;[ UNDERGROUND ELETRIC UGE UGE
REQUIREMENTS
BUILDING I 3 5 WOODEN SPILT UNDERGROUND TELEPHONE Ut UT—
HEIGHT | RAIL FENCE
(16.0’) R | WATER LINE W W W W W W W W W W
.
30.3' &\ COORDINATE WITH SERVICE PROVIDER SEWER LINE Ss ss ss
& FOR CONNECTION TO EXISTING EXTRA HEAVY DUTY CAST
GAS LINE ————— Gm e G 6—
~ NATURAL GAS S/ERVICE IRON ADJUSTABLE SCORIATED
i | - COORDINATE WITH SERVICE < SECURED COVER ELETRIC METER [E
PROVIDERS FOR SERVICE \
VETAL SIGN (19.9' HIGH) APPROX. LOCATION 1WWHSDWMM N == POLE % ) PLUG WITH COUNTER N
(178 HeH) TRAFFIC RATED N UNDERGROLAD —~ ) SUNK HEAD GAS METER (—
‘ 4’ WOODEN SPLIT BOX GAS MARKER s \ R/W / | |
RAIL FENGE T : e - — RW— — — — — R/W—
— X - .\_E:/.—- — —_— == =—R/W — ) s D DOMESTIC/IRRIGATION METER X
R/W v ——CW o e - & ou oU ou‘-t § L e ‘—l
CIV.~ = I i > = ) t 5 a) %
~~~~~~~~~ ,,@@ LWy = o SR Pl B OU—— OV 7 113k 70t NA1°25 13w . . NG e — CLEAN-OUT TO BE TYLER - .r o YARD HYDRANT &
T ; FEE— e, T T PIPE MODEL 003533 SERIES
wwmwmmwmwm SR , Sl N e e e v A FLANGE
— R S——— — e Sy P - w w W e W Y w w w w Ww18" RCP v OR EQUAL _INSTALLATION NOTE: 1. CONTRACTOR TO BE RESPONSIBLE FOR VERIFYING & APPLYING FOR UTILITY
- e e w w w w 18" RCP \ SHALL BE FLUSH WITH WASTE LINE LENGTH SERVICE WITH EACH UTILITY COMPANY PRIOR TO STARTING CONSTRUCTION.
W w w W W W . SAN DROP INLET SURROUNDING FLOOR T0 SUIT
R SANm===23 5 8" P R - CRATE=40.5’ SURFACES.
=~ o e — o“/ ROP LT APPROXIMATE LOCATION OF [E=3285
— : \ oo el EXISTING SANITARY SEWER SERVICE FLOW FLOW .
EXISTING FIRE HYDRANT B / \—GRATE=40.6 FLOW 4 '
<= SMH / E=47 B — UTILITY SERVICE NOTES:
I e oP=41.1" T § . NATE- TWO-WAY_CLEANOUT Water Service
s T - IE(IN)=34.9" ; 1 TAP ngER %Oﬁg/'?éggf RL%SLEOC!?TEOEQ%?QG EXISTING NATURAL General Contractor to provide and install a 1" type "K" copper water line
EOUT)=3465 2 W GAS SERVICE from existing main to building.
<= ¥, WWWEWW@Q%W@“TﬂmﬁmwﬁmefwwewWﬂ Contact:  Cape Fear Public Utiity Authority
e e o e o e o o e & 25 m;‘;ﬁ-;-*‘*é»‘"’” o T YT T T T T L N AETEIM S ‘3-4 DA e e iy e Telephone: ~ 910-332-6550
e T T e ST T T T T e M.”':M w 4, R o < e /‘-.' A"‘q & A" a o S ° ) : <, '4;_’";,_',.~»"""M
e »«: "fV‘ ,: A A\’ < o ‘ <7" ] 'q. f u 4 . 4;4 &+ & B & s " - / . M M/f)ﬁg CONCRILTE MED%N 4 L ‘ y : 4 . ‘i o4 M—A""" ;,—' e lj Electric Sewice
P U R R . - . 4 %4 - ég*f.f. “ad P R T "POWER CO.” to provide underground 120/208/3 phase service. General
N e oA g . A w T, L < < .4 C : RN FINISHED GRADE ) Contractor to provide and install two 4" dia. conduit w/ secondary wire to
¥ a4 P : o ? 470 e S R ‘4,___ 4 e T - — e e — - 18" SQ. PLUG utility company point of connection.
. < 4 A <& . L B . — e ot o ol s .
- 4 ¢ CA e S e e e B i e i T y Contact:
R S B i é > CAST IRON MANHOLE VALVE BOX DEWEY BROS. Telephone:
NO. MH-VA-4 OR EQ. FOR 4"-6" DIA. PIPE 7
/ S o DEWEY BROS. NO. MH-VA-2 OR EQ. FOR 8" <////§] 8" Telephone Service
— e DIA. PIPE 7 "TELEPHONE CO.” to provide new underground service. General Contractor to
— '“'"” & = HOT POURED ASPHALT JOINT provide and install o 4” dia. PVC conduit w/ pull wire from phone panel
/ CONC. COMPOUND board to utility company point of connection.
/ —— S COLLAR Contact:
/ i e Telephone:
L S e — 4 D> CLEANOUT RISER MATERIAL AND DIA. TO elephon
© 7 MATCH THAT OF MAIN LINE 30" OR 45 SHORT RAD. ELBOW Sanitary Sewer
/ e —— — — — T General Contractor to provide and install a 4” Schedule 40 PVC from existing
__________________ T T T T L L L e s e e S S S A T sewer to last clean out outside of building. General Contractor to provide a
— T T T T T e e e = e o= T S R TS ES SR R e S SR R S S S e = foas — = R/W = T T R/W ——— ) 6" cast iron under building slab. (min. 1% slope). Provide clean outs every
e R I 7T VR ——————— A R/W —— —— = 7 oo o CONC. REST COMPACTED BACKFILL 60" (typical).
/ /i [ _R/W e —— — = R/W e R/W — RN R/ BLOCK Contact:  Cape Fear Public Utility Authority
,,,,,,,,,,,,,,,,,,,,,,,,, R/W —— = o ) Telephone: ~ 910-332-6550
o OLEANDER DRIVE (U.S. HIGHWAYS 74 & 76) o
as oervice
(100, PUBLIC R/') MIN gﬁgﬁ?gg © END OF LINE, INSTALL ;GA? CtO." to provide new gas line from existing connection to gas meter.
ontact:
m SANITARY SEWER CLEANOUT Telephone:
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SITE DESIGN

CONSULTANT:

TRIANGLE SITE DESIGN, PLLC
4006 BARRETT DR, STF 203
RALEIGH, NC 27609

(919) 553-6570
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OWNER /DEVELOPER:

AUTOZONE DEVELOPMENT, LLC
ATTN. WADE DAVIS

125 S. FRONT STREET

SRD FLOOR

MEMPHIS, TN 38103-2107
PHONE: (901) 495-8701

FAX:  (901) 495-8969
wade.davis@autozone.com

For Bidding & Contractor Information Contact:
F.W. Dodge Plan Room Tel: (615) 884-1017

REVISIONS:

10/21/15  REVISED PER CITY OF

WILMINGTON REVIEW COMMENTS

LAYOUT COORD: MEL
PLANNING MGR. MEL
DRAWING BY: MEL
DATE: SEPTEMBER 29, 2015
JOB NUMBER: 010048
TITLE:

UTILITY PLAN

SHEET NUMBER:

1.2

COMMENTS:




1. THE EROSION AND SEDIMENTATION CONTROL MEASURES (BMPS) WERE DESIGNED USING THE NORTH CAROLINA (NCDENR) & CITY OF WILMINGTON 1. TOTAL AREA DISTURBED = 0.9 ACRES.
REQUIREMENTS AND SHALL BE INSTALLED ACCORDINGLY. CONTRACTOR SHALL PERFORM ALL ACTMTIES IN STRICT COMPLIANCE WITH THE NORTH CAROLINA TOTAL STE AREA = 0.89 ACRES
NPDES GENERAL PERMIT FOR STORM WATER DISCHARGES FROM LARGE AND SMALL CONSTRUCTION ACTMITIES (GENERAL PERMIT). SOIL TYPE = URBAN LAND COMPLEX T R I N G
2. REFER TO THE EROSION AND SEDIMENT CONTROL DETAIL SHEETS FOR EROSION CONTROL DETAILS AND DESIGN TABLES FOR SEDIMENT BASINS, DVERSION 2. UNLESS OTHERWISE INDICATED, ALL VEGETATIVE AND STRUCTURAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CONSTRUCTED AND MAINTAINED IN A L E
DITCHES, AND CULVERTS, SLOPE DRAINS, RIP-RAP APRONS AND OTHER EROSION CONTROL MEASURES. ACCORDANCE WITH THE MINIMUM STANDARDS AND SPECIICATIONS OF THE NCDENR EROSION AND SEDIMENT CONTROL HANDBOOK & CITY OF WILMINGTON
REQUIREMENTS. SITE DESIGN
~ o N/F COBLE FUNERAL SERVICE, INC 3. EXSTING BOUNDARIES, TOPOGRAPHY, 100-YR FLOODPLAIN, UTILITY AND ROAD INFORMATION TAKEN FROM AN EXISTING CONDITIONS SURVEY. ALL EXISTING
N/F MARY C. WILLIAMS HOLMES P TUREIR DR, TR INFORMATION IS TO BE FIELD VERIFIED BY THE CONTRACTOR. 3. THE CONTRACTOR SHALL INSTALL AND MAINTAIN THROUGHOUT THE PROJECT CONSTRUCTION ALL EROSION CONTROL MEASURES SHOWN WITHIN THESE PLANS
PIDY R05518~023-006~000 TREE PROTECTION FENCE PID# R05518-023-003~000 IN ACCORDANCE WITH APPLICABLE NORTH CAROLINA & CITY OF WILMINGTON EROSION AND SEDIMENT CONTROL REGULATIONS.
e EE P | DB 1281 PG 415 4. SEE THE LANDSCAPE PLAN FOR LOCATIONS OF PROPOSED PLANTINGS AND FINAL STABILIZATION,
DB 1365 PG 156 L0T 461 4. CONSTRUCTION WORK SHALL BE IN COMPLIANCE WITH REGULATIONS OF THE NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) STORM WATER .
S LOT 456,457, FT 458 1 P 5. TEMPORARY DVERSION DITCHES AND BERMS SHALL BE MANTANED AS THE ST IS BROUGHT TO GRADE. GENERAL PERMT. CONSULTANT:
5 ZONE R—10 - TRIANGLE SITE DESIGN, PLLC
. i DROP INLET 158 i 6. DILIGENTLY AND CONTINUOUSLY MAINTAIN ALL EROSION CONTROL DEVICES AND STRUCTURES TO MINIMIZE EROSION. THE CONTRACTOR SHALL MAINTAN :
| USE: SINGLE FAMILY RESIDENTIAL 3G — e —_ AT TR 1 SE: FUNERAL HOME CLOSE CONTACT WITH THE EROSION CONTROL INSPECTORS SO THAT PERIODIC INSPECTIONS CAN BE PERFORMED AT APPROPRIATE STAGES OF 5. EROSION AND SEDMENT CONTROL MEASURES ARE TO BE PLACED PRIOR T0 CLEARNG AND/OR LAND DISTURBANCE !
3 GRATE=38.1 CONSTRUCTION 4006 BARRETT DR, STE 203
1 ADJOINER'S TWIN=10"-8" } /=300 : 6. A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN AND PERMIT SHALL BE MANTAINED ON THE SITE AT ALL TIMES. )
%‘: PUMPHOUSE ‘( OAK 20" Pl L U J % //Mw» PINE g g 7. SEE THE GENERAL NOTES SHEET AND THE GRADING AND DRAINAGE PLAN FOR OTHER NOTES REGARDING GRADING ACTMITIES. 7. THE CONTRACTOR SHALL DILIGENTLY AND CONTINUOUSLY MANTAIN ALL EROSION CONTROL DEVICES AND STRUCTURES TO MINMIZE EROSION. THE RALEIGH, NC 27609
o | ) CONTRACTOR SHALL MAINTAN CLOSE CONTACT WITH THE NCDENR & CITY OF WILMINGTON EROSION CONTROL INSPECTOR SO THAT PERIODIC INSPECTIONS
b Lo , ! ; , &\ 8. SEE SITE PLAN, GRADING AND DRAINAGE PLAN, UTILIY PLAN, PLANTING PLAN AND OTHER PLAN SHEETS FOR DETALLED DESIGN INFORMATION OF PERMANENT , -
[ R 67 Q= 4y~ — | ) \ A o SEE SITE LA, CRADING AND DRANACE PLAN CAN BE PERFORMED AT APPROPRIATE STAGES OF CONSTRUCTION (91 9) 555-6570
| R . 5 o | . 3, 8. APPROVAL OF THIS PLAN IS NOT AN AUTHORIZATION TO GRADE ADIACENT PROPERTIES. WHEN FIELD CONDTIONS WARRANT OFF—SITE GRADING, PERMISSION LICENSE #P-0619
iy B J FFTQ—40 , A \ B S/ 9. WHERE THE LIMITS OF DISTURBANCE AND TEMPORARY FENCE (SF, SF—PF, OR PF) LIMITS ARE ADJACENT, THE TEMPORARY FENCE LINE IS THE LIMITS OF MUST BE OBTAINED FROM THE AFFECTED PROPERTY OWNERS. A REVISED PLAN SHOWING OFF-SITE IMPACTS SHOULD BE SUBMITTED AND APPROVED
B o= . i = .29 ADJOINER'S 18" 0AK \f% o/ ) “FETT -~ DISTURBANCE. THE LINE TYPES ARE SHOWN SEPARATED FOR ILLUSTRATIVE PURPOSES ONLY. PRIOR TO ANY OFF-SITE GRADING. CONTACT PROJECT ENGINEER AND PROJECT EROSION CONTROL INSPECTOR TO ENSURE ADDITIONAL EROSION CONTROL
-0 oF - | = BUILDING \ - / SDMH (" TBM-) ; MEASURES ARE INSTALLED PRIOR TO DFF-SITE GRADING.
LIMITS S | r% ¢ [ 10p=394° | N=170687.71 | 10. CONTRACTOR SHALL NOT DISTURB ANY EXISTING VEGETATIVE GROUND COVER OR TREES OUTSIDE OF THE LIMITS OF DISTURBANCE OR WITHIN ANY REQUIRED
DISTURBANCE | NN / / /E; N T E=2333306.58 | BUFFER LIMITS UNLESS OTHERWISE NOTED OR ILLUSTRATED. 9. PRIOR TO COMMENCING LAND DISTURBING ACTIVITES IN AREAS OTHER THAN INDICATED ON THESE PLANS (INCLUDING, BUT NOT LIMITED TO OFF-SITE SFAL:
/ fE=32. o BORROW OR WASTE AREAS, STAGING OR STORAGE AREAS), THE CONTRACTOR SHALL PREPARE AND SUBMIT A SUPPLEMENTARY EROSION CONTROL PLAN TO
2 Uﬂ_\_ er oo | / U fv=4025 11, PROVIDE CONTROLS OF POLLUTANTS, INCLUDING, BUT NOT LIMTED TO DUST CONTROL, DE-WATERING, SOLID WASTE DISPOSAL, AND HAZARDOUS MATERALS. THE ONNER FOR REVIEW AND T0 NCDENR & CTY OF WLMNGION FOR APPROVAL CONTRACTOR SHALL PAY ALL FrES REQUIED AND SHALL INSTALL Tvtiiiin,
esill . P S : e e = — 12. CLEAR ONLY AS REQUIRED TO INSTALL EROSION AND SEDIMENTATION CONTROL MEASURES. MASS CLEARING AND GRUBBING CAN BEGIN ONLY AFTER ALL NECESSARY MEASURES AT NO SEPARATE PAYMENT.  THE CONTRACTOR SHALL PROVIDE THE OWNER AND THE ENGINEER A COPY OF THE AMENDED PERMI.
- . - i ", -——— = _— 0/ BB » .40 DOWNSTREAM MEASURES HAVE BEEN INSTALLED.
e . , [r=—— s — , & § 20050 o a0 oak y 10. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE MAINTANED CONTINUOUSLY, RELOCATED WHEN AND AS NECESSARY, AND SHALL BE CHECKED
_?a.-—- — /= o g 00 [ L) = : SR g '® / 13, USE ROCK OR WASHED STONE T0 BRING CONSTRUCTION EXTT TO GRADE. MPLEMENT WHEEL WASHES AS NECESSARY THROUGHOUT ALL PHASES OF T e o0, ARCAS SHALL BE. CHECKED RECULARLY AND SHALL BE WATERED, FERTLIZED, RE-EEDED AND MULCHED AS NECESSARY
= : 540 ==24" SWEER GUM ———=-T_ - ot } CONSTRUCTION. '
%\\ 6" Usn ] oo ‘ %'\ /PO 578" SR | 11. STABILIZATION IS TH
- Sh — . E BEST FORM OF EROSION CONTROL. ALL DISTURBED AREAS WHICH ARE NOT OTHERWISE STABILIZED SHALL BE TOP SOILED AND
/ 75 —g¢ T O\?/? A = \ -\ 14. DVERT STORM WATER RUNOFF OFF THE FACE OF THE SEDIMENT BASIN SLOPES USING DIVERSION DITCHES AND SLOPE DRANS. CONTRACTOR SHALL SEEDED, TEMPORARLY OR PERMANENTLY IN ACCORDANGE WITH THE NGDENR & CITY OF WLMNGTON SEDIMENT CONVROL RECULATIONS.  PERMANENT
- = - . 0l L2 [g <) MAINTAIN AND RELOCATE DIVERSION DITCHES AND SLOPES DRAINS TO ENSURE STORM WATER RUNOFF DOES NOT ERODE THE FACE OF FINAL SLOPES. SEEDING AND GRASS ESTABLSHMENT IS REQUIRED PRIOR T0 PROJECT COMPLETION AND ACCEPTANCE.
0L - N H ] ~ \
4 2N ! e ’ 15 MANTAN POSITVE FLOW TO THE SEDIMENT BASINS THROUGHOUT ALL PHASES OF CONSTRUCTION.  PLACE EXCAVATED SOILS ALONG DOWNSTREAM EDGE. OF 12. WHEN A CRUSHED STONE CONSTRUCTION ENTRANCE HAS BEEN COVERED WITH SOIL OR HAS BEEN PUSHED INTO THE SOIL BY CONSTRUCTION TRAFFIC, IT
A - T v X } li i . \"3 N, Af‘_/g%%@s THE DIVERSION DITCHES TO PROVIDE ADDITIONAL. CAPACITY. SHALL BE REPLACED WITH A DEPTH OF STONE EQUAL TO THAT OF THE ORIGINAL APPLICATION.
1 1 _ Ly J \ , 5; i \ VAR BRICK 16. REFER TO THE GRADING AND DRAINAGE PLAN FOR FINAL SITE AND PAVEMENT GRADES AND ELEVATIONS OF THE PROPOSED STORM SEWER SYSTEMS. 13. TEMPORARY GRAVEL CONSTRUCTION ENTRANCE SHALL BE REQUIRED AT ALL CONSTRUCTION STAGING AREA ENTRANCES AND ALL CONSTRUCTION ACCESS
TEMPORARY \ @ ( A4 ——— : ( ] [ . \ BUILDING 17. LAND DISTURBING ACTITIES SHALL NOT COMMENCE UNTIL APPROVAL TO DO SO HAS BEEN RECENED BY GOVERNING AUTHORTTIES. THE GENERAL LOCATIONS INTO NOK-PAVED AREA. SiX INCHES  OF STONE SHALL BE USED FOR THE TEMPORARY CRAVEL CONSTRUCTION ENTRANCE.
SILT FENCE B EJ / S A B — \ N CONTRACTOR SHALL. STRICTLY ADHERE T THE APPROVED EROSION AND SEDIMENT CONTROL DRAMINGS DURING CONSTRUCTION OPERATIONS. 14. ALL DRANAGE INLETS SHALL BE PROTECTED FROM SITATION. INEFFECTVE PROTECTION DEVICES SHALL BE IMMEDIATELY REPLACED AND THE INLET CLEANED.
| 2 > %J \w\ TREE PROTECTION P / o \ D NN | \ . I 18. GENERAL CONTRACTOR SHALL COMPLY WITH ALL STATE AND LOCAL ORDINANCES THAT APPLY. FLUSHING IS NOT AN ACCEPTABLE. METHOD OF CLEANING.
’j % / FENCE . . i N g \ 5 15. SEDIMENT BASINS AND TRAPS, PERIMETER DIKES, SEDIMENT BARRIERS AND OTHER MEASURES INTENDED TO TRAP SEDIMENT SHALL BE CONSTRUCTED AS A
T \ N 0ot o7 | \\\ Y @{ :f?f' } E \ \ FF=39.75 19, ALL WORK SHALL BE CONFNED TO PERMIT LWITS SHOWN ON PLAYS. UMLESS OTHERMSE NOTED, THE ST, PLAK PROPERTY TS SHAL BE CONSDERED FIRST STEP N ANY LAND-DISTURBING ACTVIFY AND SHALL BE. Wo0F FUNCTIONAL BEFORE. UP-SLOPE. LAND DISTURBALECE. TAKES: PLACE. 4 I
i Q & r Ul \ / S o o IV 1! ’ i/
b : 3 /\767 20 1-2- i} : l 11 ) \‘{ N e ; ~ 20. SUFFICIENT EROSION CONTROL PRACTICES MUST BE INSTALLED AND MAINTAINED TO RETAN SEDIMENT WITHIN THE BOUNDARIES OF THE STTE. A o A T o\ T ROVED SLDMENT CONTROL MEASURES AT ALL TIMES: DURING LAND DISTURBING ACTMIES AND DURNG SITE {ﬁf v
s s e ; P ] /
b 90 55 P ‘ | A i; —" /{/””’( ol SILT FENCE \\ | \{ \ RIP-RAP APRON#1 2. gggg%oﬁo?g;égg;m MEASURES OR SILT BARRIERS TO BE PLACED AS SHOWN AND/OR DIRECTED BY THE PROJECT ENGINEER AND/OR LOCAL 17. DURING DE-WATERING OPERATIONS, WATER SHALL BE PUMPED INTO AN APPROVED FILTERING DEVICE PRIOR TO DISCHARGE TO RECEMNG OUTLET. J
i | - L : . s ! \ i .
b | | < 3 \ \ ) N Yy {% , QUTLET .‘ : #“ ----- - \ REFER TO DETAIL ON 18. THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL MEASURES PERIODICALLY AND AFTER EACH RUNOFF~PRODUCING EVENT. ANY NECESSARY REPARS
e \ L g ! \ i ) i y 4 \ . \ F \ 4 SHEET C1.4 FOR 22. FOR ALL CONSTRUCTION ALONG AND/OR ACROSS WATERWAYS, BANK PROTECTION AND STABILIZATION SHALL BE REQUIRED AS PER LOCAL JURISDICTIONAL OR CLEANUP TO MAINTAN THE EFFECTMENESS OF THE EROSION CONTROL DEVICES SHALL BE MADE IMMEDIATELY.
N | ; P ‘ | | \ . EROSION CONTROL LAWS.
M IR R % 1 i p \ \ v CONSTRUCTION REQUIREMENTS CONTROL LAWS
7 \1 i \.ug 2 { [ l . ~ ' N, \ \ 23. ALL TREE PROTECTION AND EROSION CONTROL MEASURES SHALL BE IN PLACE PRIOR TO COMMENCING CONSTRUCTION AND SHALL BE MAINTAINED IN
LAY ‘ * I~ | i P e ~ N T \ PROPER WORKING ORDER UNTIL ALL DISTURBED AREAS ARE STABILIZED AND GROUND COVER IS ESTABLISHED. CONSTRUCTION ENTRANCE PADS SHALL
e \ ~ - ']“ [ \ N Q/ BE INSTALLED BY THE CONTRACTOR AT CONSTRUGTION ACCESS POINTS PRIOR TO LAND DISTURBANGE.
i ~. ~ = N
, g — / ~ b 24. ALL EASEMENTS DISTURBED MUST BE DRESSED AND GRASSED TO CONTROL EROSION IN ACCORDANCE WITH EASEMENT PLATS PRIOR TO ACCEPTANCE. CONSTRUCTION SEQUENCE:
. , ~ / CONTACT CITY OF WILMINGTON AT ( ) 48 HOURS BEFORE ANY LAND DISTURBANCE OCCURS.
_ | / 25. CONSTRUCTION LIMITS SHALL NOT BE EXCEEDED WITHOUT THE APPROVAL OF CTY OF WILMINGTON OR NCDENR.
TEMPORARY / | i 2. CONTRACTOR SHALL ENSURE THAT ALL NECESSARY PERMITS HAVE BEEN RECEVED AND THAT THOSE REQUIRED TO BE DISPLAYED ON-SITE ARE AVAILABLE.
9 SILT FENCE | | / TREE PROTECTION NOTES 3. CONTRACTOR SHALL HOLD A PRE-CONSTRUCTION MEETING AT LEAST 48 HOURS BEFORE THE ACTUAL START OF CONSTRUCTION. CONTACT CITY INSPECTOR.
I (ADJOINER'S ASHPHALT) \ - {' I 1. THE CONTRACTOR SHALL PROTECT ALL TREES AND SHRUBS OUTSIDE OF CUT/FILL LINES, IN ADDIION TO THOSE THAT RECENE TREE/SHRUB PROTECTION 4. CONTRACTOR SHALL CONTACT CAROLINA ONE CALL AND ALL ENTITIES HAVING BURIED UTILITIES AT LEAST 72 HOURS PRIOR TO DIGGING OR AS DIRECTED AT
' v , ,‘ | g BARRIERS. THE CONTRACTOR IS ALSO REQUESTED TO SAVE ALL OTHER EXISTING TREES AND SHRUBS WHERE POSSIBLE. THE PRE-CONSTRUCTION MEETING.
. ., O \ | {
| 1 1 2 | 1 ! o | 2. WHEN ROOT PRUNING IS NECESSARY, CUT ROOTS CLEANLY USING A DISC TRENCHER AND IMMEDIATELY COVER ALL ROOT CUT SURFACES LARGER THAN TWO 5. CONTRACTOR SHALL INSTALL TEMPORARY CONSTRUCTION ENTRANCES AT EACH POINT OF ACCESS TO STORAGE AND CONSTRUCTION AREAS.
l i 1 = INCHES IN DIAMETER WITH TREE WOUND DRESSING. USE PLYWOOD FORMS WHEN TREE ROOTS ARE ADJACENT TO PROPOSED CURB & GUTTER OR
I } 3 3 25 ACCESS % SIDEWALK. 6. INAL PHASE SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH PLANS BEFORE STARTING WORK INCLUDING SILT
i x | Lo | ] = EASEMENT _ FENCE, INLET PROTECTION, DVERSION DNTCHES, TREE PROTECTION, ETC., CLEARING ONLY AS NECESSARY FOR THE INSTALLATION OF THESE MEASURES.
1 | L9 ] 1 T &— 3. NO SOIL DISTURBANCE OR COMPACTION, CONSTRUCTION MATERIALS, TRAFFIC, BURIAL PITS, TRENCHING OR OTHER LAND DISTURBING ACTMTY ALLOWED IN
| l a | 1 | t [ \ ;; THE TREE PROTECTION ZONE. TREE BARRICADES MUST BE INSTALLED BEFORE ANY DEMOLITION, GRADING OR CONSTRUCTION BEGINS, AND NOT REMOVED CONTRACTOR SHALL INCLUDE A RAIN GAUGE AND LOG BOOK CONTANING THE INSPECTION RECORDS FOR THE SITE
! ‘ o g | \ UNTIL FINAL INSPECTION.
i § | | | CONCRETE (= 8 % % ] \ ‘ n ALL DEMOLITION DEBRIS IS TO GO 70 AN APPROVED LANDFILL OR PERMITTED FACILTY .
i ‘ ; | Lo S | : i || o 4. NO GRUBBING WITHIN TREE PROTECTION ZONE. LEAVE SOIL AND LEAF LITTER UNDISTURBED. SUPPLEMENT WITH 1-2 INCHES OF MULCH. RE-SEED WITH <D
| D | | | ] Ne} -—
{ : — 7 | ! \ . 1 GRASS ONLY IN DISTURBED/GRADED AREAS. CONTRACTOR TO USE PARKING AREAS ADMACENT TO THE PROPOSED BUILDING FOR LAY-DOWN/STAGING AREAS — MANTAIN THESE AREAS SO THAT oo >
48.1 | @l = ] o b S SEDIMENT LADEN RUNOFF WILL BE DVERTED 7O EROSION CONTROL MEASURES. INSTALL SILT FENCE AROUND STOCKPILE AREA AS SHOWN ) . — =
| ! (TRACT = 5. TREE BARRICADES MUST BE INSTALLED BEFORE ANY DEMOLITION, CLEARING, GRADING OR CONSTRUCTION BEGINS AND S NOT TO BE REMOVED UNTIL AFTER AR
‘ | | TRACT 1) -’
| BUILDING by ; S R I /“ “< LIMITS OF CONSTRUCTION. 7. CONTRACTOR SHALL DIUGENTLY AND CONTINUOUSLY MAINTAIN ALL EROSION CONTROL DEVICES AND STRUCTURES. = O N =
’(4 7%@5 5 I / | ' éé ;2;; ; %g ;7', - DISTURBANCE 6. TREE PROTECTION FENCE IS TO BE LOCATED 1 FOOT PER TREE DIAMETER INCH AWAY FROM THE TREE. ALL APPLICABLE E&S CONTROL MEASURES MUST BE MANTAINED UNTIL PERMANENT VEGETATION IS ESTABLISHED. c% s oo
' 0.879 ACRES . ° DROP INLET 8. STOCKPILE RIP-RAP ON SITE AND INSTALL ALL EROSION CONTROL MEASURES WHERE THE WORK IS OCCURRING. ADDITIONAL EROSION CONTROL MEASURES D) E B = .
e MAY BE REQURED BY THE ENGINEER OR UPON RECOMMENDATION OF INSPECTION PERSONNEL AS CONDITIONS WARRANT. —_ —_—
7 '”GRA".E =501 GENERAL NOTES: 9. ALL DISTURBED AREAS SHALL HAVE GROUND STABILIZATION BY THE CONTRACTOR ACCORDING TO THE CHART ON THIS SHEET. o = 2 L g:‘: G:;)
(FuLL) 1. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL INSPECTIONS, CERTIFICATIONS, EQUIPMENT, ETC. THAT MAY BE REQUIRED. : ' I S = o~ 5 o
@ Fr=41.06 2. THE CONTRACTOR SHALL NOTE THAT THE DRAWINGS ARE SCHEMATIC IN NATURE AND DO NOT SHOW EVERY OFFSET, TRANSITION, FITING, ETC. THAT MAY BE 10 STABILZE SITE AS AREAS ARE BROUGHT UP TO.FINSHED GRADE. L S o R~
REQUIRED FOR A COMPLETE AND WORKING SYSTEM. 11. UPON COMPLETION OF THE INSTALLATION AND WITH APPROVAL OF CITY OF WILMINGTON, ALL EROSION CONTROL DEVICES SHALL BE REMOVED AND = = == = O
/ DISPOSED OF IN AN ACCEPTABLE MANNER. EACH SECTION SHALL BE SEEDED AT EARLIEST POSSIBLE DATE AFTER INSTALLATION OF PIPE, STRUCTURE, OR =) - oo
BLDG AR E A — 7 381 S Q F'I‘ 3. LHLiNESNGINEER AND/OR OWNER DISCLAM ANY ROLE IN THE CONSTRUCTION MEANS AND METHODS ASSOCIATED WITH THE PROJECT AS SET FORTH IN THESE ACCESS. COORDINATE WITH THE EROSION CONTROL INSPECTOR PRIOR TO REMOVAL OF EROSION CONTROL MEASURES. g D) :u o p—
ADJOINER'S ROOF DRAINS / N/F COBLE FUNERAL SERVICE, INC. 12. ONCE GROUND COVER IS FIRMLY ESTABLISHED, ALL TEMPORARY EROSION CONTROL MEASURES SHALL BE REMOVED WITH THE APPROVAL OF INSPECTOR. O ™ S =
ENCROACH (0.2) AT FINISH FLOOR ELEV. 42.7 ' PIDJ ROS518—023-002-000 4. CONTRACTOR SHALL MAINTAN AN "AS BUILT" SET OF DRAWINGS TO RECORD THE EXACT LOCATION OF ALL PIPING PRIOR TO CONCEALMENT. DRAWINGS = o — N =
: L, o SHALL BE GMEN TO THE ENGINEER UPON COMPLETION OF THE PROJECT WITH A COPY OF THE TRANSMITTAL LETTER TO THE OWNER. 13. AL EROSION CONTROL MEASURES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE N.C. EROSION & SEDIMENT CONTROL PLANNING AND DESIGN o B = o= D
GREATEST POINT PARKING SPACES = 22 - \S!LT FENCE DB 669 FG 458 MANUAL, NCDOT, US. DEPT. OF AGRICULTURE, AND CITY STANDARDS. <= N o =
: T JONE B 5. IF DEPARTURES FROM THE SPECIFICATIONS OR DRAWINGS ARE DEEMED NECESSARY BY THE CONTRACTOR, DETALS OF SUCH DEPARTURES AND REASONS ~
OUTLET USE: FUNEPAL HOME THEREQF SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW. NO DEPARTURES FROM THE CONTRACT DOCUMENTS SHALL BE MADE WITHOUT THE WRITTEN
‘ [ ' PERMISSION OF THE OWNER.
N/F LIFE TIOE LLC e B 6. THE CONTRACTOR MUST, AT ALL TIMES, KEEP THE PREMISES FREE FROM ACCUMULATIONS OF WASTE MATERIALS OR RUBBISH CAUSED BY HIM, HIS
PIDF RO5517~005-006~000 f T T - EMPLOYEES OR HIS WORK. ALL DEBRIS SHALL BE REMOVED FROM THE PROJECT SITE ON A DALY BASS.
FHE R 7-005-006-00 , ; +
DB 4731 PG 110 ADJOINER'S ‘ / ) :
107 501 - 1-STORY BRICK 2 I A I L il M ! (ADJOINER'S ASHPHALT) STABILIZATION TIMEFRAME OWNER /DEVELOPER
S BUILDING / / RAM AUTOZONE DEVELOPMENT, LLC
USE: = . Vl C INITY M AP (NTS SITE AREA DESCRIPTION STABILIZATION | TMEFRAME EXCEPTIONS ATIN. WADE DAVIS
; !f ! ) PERMETER DIKES, SWALES, 125 S, FRONT STREET
/ ; 7 DAYS NONE
| DITCHES AND SLOPES BRD FLO OR
LIMITS OF / TEMPORARY | S . s TF- SLOPES ZRE 10" OR L£55 IN LENGTH
DISTURBANCE z 1 CONSTRUGTION———— INL SLOPES STEEPER THAY 31 AND ARE NOT STEEPER THAN 2:1, 74 DAYS MEMPHIS, TN 38103-2107
' MATERIAL l ‘ ARE ALLOWED ’
STORAGE ARFA | ;Egpggﬁgg OPES 77 OF FLATTER 4 DS ;{ %ﬁo;fm SLOPES GREATER THAN S0FT PHONE: ( 901) 495-8701
l ALL_TAER AREAS WIT SIOPES | o NONE, EXCEPT FOR PERIMETERS AND FAX:  (901) 495-8969
= : W -
S ~— l FATIER THAN 41 HOW 20N wade.davis@autozone.com
h ey C .
) O |/ For Bidding & Contractor Information Contact:
? GROUND COVER REQUIREMENTS: FW. Dodge Plan Room Tel: (615) 884-1017
CONSTRUCTION e THE ANGLE FOR GRADED SLOPES AND FILLS SHALL BE NO GREATER THAN THE ANGLE THAT CAN BE
TBM MAG NAIL RETAINED BY VEGETATVE COVER OR OTHER ADEQUATE EROSION-CONTROL DEVICES OR STRUCTURES.
ENTRANCE
1 70488.65 IN'ANY EVENT, SLOPES LEFT EXPOSED WILL, ACCORDING TO THE FOLLOWING CHART, BE PLANTED OR REVISIONS:
N= e OTHERWISE PROVIDED WITH TEMPORARY OR PERMANENT GROUND COVER, DEVICES, OR STRUCTURES ~
BUILDING . SPILT £=2533198.94 SUFFICIENT TO RESTRAIN EROSION. PROVISIONS FOR PERMANENT GROUNDCOVER SUFFICIENT TO RETAIN
HEIGHT 3" WOODEN £V =3957" EROSION MUST BE ACCOMPLISHED FOR ALL DISTURBED AREAS ACCORDING TO THE FOLLOWING CHART
! \ RAIL FENCE VRIS N FOLLOWNG COMPLETION OF CONSTRUCTION OR DEVELOPMENT. 10/21/15  REVISED PER CITY OF
(16.0) /N N WILMINGTON REVIEW COMMENTS
30.3 CONCRETE | | . /
_ — . WASH AREA A R X
o N a 177 — N ~ /
e N\ VI P — 193] ~ \l
) N\ ~ Ve ™~ - — > L —
Ho / ~ <N | T4
(\\ \\ ’
WOODEN SIGN \ “XIST - N | \
/ NA ~ i .
— METAL SIGN (19.9" HGH) [ APPROX. LOCATION. / S s 3 NOTE TO CONTRACTOR:
- / -~ UNDERGROUND —~_ < P S~ NOTE TO CONTRACTOR
(17.8" HIGH) — 1/ -
' 43 — / 4' WOODEN SPLIT . GAS MARKER " i / = | R/W THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER AND THE EROSION CONTROL
. PO 5/8" SR ' M —~ ™~ T [ = 0V | QE— PRIOR TO ANY CLEARING, GRADING, OR CONSTRUCTION INSPECTOR OF THE LOCATION OF ANY OFF-SITE BORROW SOURCE OR OFF-SITE WASTE
o MN%E _‘__f PR Sy o mae wa R — — — — R/W R/ ACTVITY, TREE PROTECTION FENCING WILL BE REQUIRED MATERIAL DISPOSAL STE. OFF—SITE DISTURBANCES COUNT TOWARDS THE OVERALL
R/W X L ey O - eV = OTY o s = - . 4 S5724'14% — o 0 BE INSTALLED ARDUND PROTECTED TREES OR PROJECT DISTURBED AREA AND MUST BE COVERED BY THE PERMIT FOR THIS PROJECT
## /W gy e O OV R }’W o= - éio ”Z W f R T sz o GROVES OF TREES AS SHOWN. NO CONSTRUCTION AND/OR THE PERMIT FROM ANOTHER ACTVE CITY OF WILMINGTON OR NCDENR PERMITTED
— = M i)y o NE (T 4S5 LOCATED) ‘/4,1\ WORKERS, TOOLS, MATERALS OR VEHICLES ARE PERMITTED SITE THAT IS APPROPRIATE FOR THE INTENDED USE (L.E. APPLICABLE MINING
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EROSION CONTROL MEASURES ARE USED TO PREVENT POLLUTANT-LADEN STORMMATER RUNOFF FROM FLOWING ONTO ADJACENT PROPERTIES.




§'-0" MAXIMUM

MINIMUM 10
GAUGE LINE WIRES

+— SILT FENCE FABRIC

INSTALLED TO SECOND
WIRE FROM TOP

e
$55

MINIMUM 12-1/2 GAUGE
INTERMEDIATE WIRES

STEEL POST
WOVEN WIRE FABRIC

1. USE SILT FENCE ONLY WHEN
DRAINAGE AREA DOES NOT
EXCEED 1/4 ACRE AND NEVER IN
AREAS OF CONCENTRATED FLOW.

2. REMOVE SEDIMENT DEPOSITED AS
NEEDED TO PROVIDE STORAGE
VOLUME FOR THE NEXT RAIN AND
TO REMOVE PRESSURE ON THE
SILT FENCE.

FRONT VIEW

MAINTENANCE NOTES :

1. FILTER OUTLETS SHALL BE INSPECTED BY THE FINANCIALLY
RESPONSIBLE PARTY OR HIS AGENT IMMEDIATELY AFTER EACH
RAINFALL AND AT LEAST DAILY DURING PROLONGED RAINFALL.
ANY REFAIRS NEEDED SHALL BE MADE IMMEDATELY.

2. THE STONE SHALL BE REPLACED PROMFILY AFTER ANY EVENT
THAT HAS CLOGGED OF REMOVED 1T,

g SEDMENT DEPOSITS SHOULD BE REMOVED WHEN DEPOSITS
REACH 6 INCHES. ANY SEDIMENT DEPOSITS REMAINING IN
PLACE AFTER THE SILT FENCE OUILET IS REMOVED SHALL BE
DRESSED TO CONFORM TO THE EXISTING GRADE, PREFARED
AND SEEDED.

/"5 "\ SILT FENCE

C1.4 NOT TO SCALE
( STAPLES) STRAW BALE BINDER WIRE
2 PER BALE 10 mil PLASTIC LINING
om PLYWOOD
48704

(OPTIONAL) PANTED WH!TE/
o] / A
CONCRETE
_ SECTION B-B
woop R NOT TO SCALE X
METAL STAKES T [

(2 PER BALE)

CONCRETE WASH AREA NOTES:

1. ACTUAL LAYOUT TO BE DETERMINED
IN THE FIELD.

NATIVE MATERIAL

SILT FENCE FABRIC

FILL SLOPE
c

- GRADE

TTS12" MIN. ANCHOR
SKIRT

BOTTOM OF WIRE FENCE AND
FILTER FABRIC BURIED 8"
VERTICALLY AND 4" HORIZONTALLY
IN EXCAVATED TRENCH

SIDE_VIEW

BLACK LETTERS
6" HEIGHT

Ve LAG SCREWS
WASHOUT |4

10" MINIMUM ——————

WOOD POST
e 35%3.5°%8

HTETE

2. A CONCRETE WASHOUT SIGN SHALL
BE INSTALLED WITHIN 30" OF THE
TEMPORARY CONCRETE WASHOUT
FACILITY.

3. MATERIALS USED TO CONSTRUCT
TEMPORARY CONCRETE WASHOUT
FACILITIES SHALL BE REMOVED FROM
THE SITE OF THE WORK AND
DISPOSED OF OR RECYCLED.

4. HOLES, DEPRESSIONS OR OTHER
GROUND DISTURBANCE CAUSED BY
THE REMOVAL OF THE TEMPORARY
CONCRETE WASHOUT FACILITIES

VARIES

4

N

SHALL BE BACKFILLED, REPAIRED,
AND STABILIZED TO PREVENT
EROSION.

[TTTTTITTITI

INSTALLATION DETAIL

m SILT BAG
w NOT TO SCALE

10 mil PLASTIC LINING —/

Vi

\ STRAW BALE

PLAN ey

NOT TO SCALE

(10

CONCRETE WASH AREA

e

CONCRETE WASHOUT
SIGN DETAIL
(OR EQUIVALENT)

-

8‘"
1.12" DI
{ STEEL WII\RE

STAPLE
DETAIL

NOT TO SCALE

DUMP STRAP

1" REBAR FOR BAG
REMOVAL FORM INLET

SEDIMENT SACK

EXPANSION RESTRAINT
(1/4" NYLON ROPE,
2" FLAT WASHERS)

DUMP STRAPS
2 EACH

BAG DETAIL

NATURAL GRADE

| £

RIP-RAP

DUMP STRAP
NOTES:

CASES.

MANTENANCE:
INSPECT TEMPORARY DIVERSION ODITCH

NOTES:

1. TEMPORARY DIVERSION DITCH TO BgMgSED TO INTERCEPT FLOW AND/OR DIVERT 70 A

SEDIMENT CONTROL MEASURE OR
SILT SHALL BE REMOVED WHEN DITCH IS ONE-HALF FULL.

Rl Yol g

AND/OR EROSION CONTROL NETTING.

ONCE A WEEK AND AFTER EVERY

RAINFALL. MMEDITELY REMOYE
SEDMENT FROM THE FLOW AREA AND
REPAIR THE DVERSION. REPAR THE
CHANNEL LINING AS NECESSARY PER
THE MANUFACTURER'S INSTALLATION
REQUIREMENTS.  CHECK OUTLETS AND
MAKE TMELY REPARS AS NEEDED TO
AVOID GUILY FORMATION.  WHEN THE
AREA ABOVE THE TEMPORARY DIVERSION
DITCH 18 PERMANENTLY STABILIZED,
REMOVE THE DIVERSION AND FILL AND
STABILIZE THE CHAMNEL TO BLEND MITH

WASTE MATERIAL--COMPACT,
SEED & MULCH AFTER
VARCONSTRUCTION OF DITCH

—12’ MIN. [~
’ T

ULL.
DITCH SHALL BE RECONSTRUCTED WHEN DAMAGED BY EQUIPMENT OR COVERED BY
FILL.
STABILIZE DVERSION DITCH BERM WITH TEMPORARY SEEDING, MULCH WITH TAC,

THE NATURAL SURFACE,

CROSS SECTIONAL VIEW

/"2 TEMPORARY DIVERSION DITCH

M NOT TO SCALE

1. SOME MUNICPALITIES DO NOT ALLOW
GUTTER PROTECTION ON PUBLIC ROADS.
SILT BAGS SHOULD BE USED WITH THESE

2. BAGS SHOULD BE CLEANED OUT AFTER
EVERY RAIN EVENT AND/OR AS NEEDED.

HUB END ON QUTLET
END SECTIONS. SPIGOT

END ON INLET END
SECTIONS.

STEEL BACK ROD

PLAN

NOTES

LAYER OF FILTER FABRIC

4" #5 WASHED STONE

21.63

7N

L so0c—]
FRONT VIEW

RIGHT SIDE VIEW

__ \BICYCLE RACK DETAIL

w NOT TO SCALE
\_

7 975
52 n T B
TP VIEW ¢
. 3-0" 3-0" .
CLEAR CLEAR
02.38 —oy (=
N
BIKE RACK

PLAN VIEW OF BICYCLE
PARKING AREA

D

MATERIALS LIST
(1) Tubing = 92 3/8" x .154" Wall Steel Tubing

(2) Surface Plate ~ ¢7 1/2" x 1/4” Thick
Steel Plate with Three  29/16” Mounting Holes

(3) Mounted with Six 91/2” x 4-5" Stainless Steel
Anchor Bolts (Customer Supplied)

NEY

DEWATERING

/ CONCRETE BLOCK

2:1 SLOPE, GRAVEL FILTER

WIRE SCREEN

SEDIMENT

/"8 "\ TEMPORARY INLET PROTECTION

DEWATERING

LONSTRUCTION SPECIFICATIONS

1. LAY ONE BLOCK ON EACH SIDE OF THE STRUCTURE ON ITS SIDE ON THE BOTTOM ROW TO ALLOW POOL
DRAINAGE. THE FOUNDATION SHOULD BE EXCAVATED AT LEAST 2 INCH BELOW THE CREST OF THE STORM
DRAIN. PLACE THE BOTTOM ROW OF THE BLOCK AGANST THE EDGE OF THE STORM DRAIN FOR LATERAL
SUPPORT AND TO AVOID WASHOUTS WHEN OVERFLOW OCCURS. IF NEEDED, GIVE LATERAL SUPPORT TO
SUBSEQUENT ROWS BY PLACING 2x4 WOOD STUDS THROUGH BLOCK OPENINGS.

2. CAREFULLY FIT HARDWARE CLOTH OR COMPARABLE WIRE MESH WITH 1/2-INCH OPENING OVER ALL BLOCK
OPENING TO HOLD GRAVEL IN PLACE.

3. USE CLEAN GRAVEL,3/4~TO 1/2-INCH IN DIAMETER, PLACED 2 INCHES BELOW THE TOP OF THE BLOCK
ON A 2:1 SLOPE OR FLATTER AND SMOOTH IT TO AN EVEN GRADE. DOT #57 WASHED STONE IS
RECOMMENDED.

MANTENANCE SPECIFICATIONS

INSPECT INLETS AT LEAST WEEKLY AND AFTER EACH SIGNIFICANT
(1/2 INCH OR GREATER) RANFALL EVENT. CLEAR THE MESH WIRE
OF ANY DEBRIS O OTHER OBJECTS 10 PROVIDE ADEQUATE FLOW
FOR SUBSEQUENT RANS.  TAKE CARE NOT TO DAMAGE O
UNDERCUT THE WIRE MESH DURING SEDIMENT REWOVAL  REPLACE
STONE AS NEEDED.

C1.4 / NOT TO SCALE

GENERAL NOTES:

1. A STABILIZED PAD OF CRUSHED STONE SHALL BE LOCATED WHERE TRAFFIC

WILL BE ENTERING OR LEAVING A CONSTRUCTION SITE
PUBLIC STREET.

2. STONE TO BE 2"-3" WASHED STONE

3. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION

T0 OR FROM A

WHICH WILL PREVENT TRACKING OR FLOWING OF SEDIMENT

ONTO PUBLIC STREETS OR EXISTING PAVEMENT. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL

STONE AS CONDITIONS DEMAND AND REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT.

4. ALL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKE

WHEN NECESSARY WHEELS MUST BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTERING A PUBLIC STREET. WHEN
WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE WHICH DRAINS INTO AN

APPROVED SEDIMENT BASIN.
FILTER FABRIC SHALL BE MIRAFI 500 OR EQUAL.
ENTRANCE SHALL BE A MINIMUM OF 20" IN WIDTH OR

oo

MAINTENANCE:

INSPECT CONSTRUCTION
ENTRANCE PERIODICALLY
FOR CONDITION OF
SURFACE.  TOP~DRESS
WITH NEW GRAVEL AS
NELDED.

D ONTO PUBLIC STREETS MUST BE REMOVED IMMEDIATELY.

THE WIDTH OF THE EXIT, WHICHEVER IS GREATER.

100" MIN. n

EXISTING GROUND

SOIL_STABILIZATION FABRIC\

| PUBLIC_STREET

UNDER WASHED STONE

MANTENANCE:
PERIODICALLY CHECK THE SEEDED
SLOPES FOR RILLS AND WASHES.
THESE AREAS SLIGHTLY ABOVE THE
ORIGINAL GRADE, THEN RESEED AND
MULCH AS SOON AS POSSIBLE.

FILL

/"7 "\ SLOPE TRACKING DETAIL

C1.4 / NOT TO SCALE

SILT FENCE

TOP OF SILT FENCE

MUST BE AT LEAST 1"
ABOVE THE TOP OF 4
THE WASHED STONE _ f-]

FRONT_VIEW

STEEL FENCE POSTJ \BURY WIRE FENCE,
SET MAX 2" APART FILTER FABRIC,
MIN. 18" INTO I-f AND HARDWARE
SOLID CLOTH IN TRENCH
GROUND

/"3 "\ SILT FENCE OUTLET

! / I NOTES:
| Y A | 1. REMOVE SEDIMENT

WHEN HALF OF STONE
OUTLET IS COVERED.
2. REPLACE STONE AS
NEEDED TO ENSURE
DEWATERING.

BURY WIRE FENCE AND HARDWARE CLOTH

NOTE:

USE DOZER TRACKS TO CREATE GROOVES
PERPENDICULAR TO THE SLOPE. GROOVES WILL CATCH
SEED, FERTILIZER, MULCH, RAINFALL AND DECREASE
SEDIMENT IN RUNOFF.

STEEL FENCE POST
WIRE FENCE \
HARDWARE CLOTH \
. E B

FILTER OF #57 -_
WASHED STONE ™~

FILTER OF §57
WASHED STONE

3’ FILTER FABRIC
3 /ON GROUND

™~

BOTIOM OF WIRE FENCE AND
FILTER FABRIC BURIED 8"
VERTICALLY AND 4" HORIZONTALLY
IN' EXCAVATED TRENCH

SECTION VIEW

MANTENANCE NOIES:
A

FILTER QUILETS SHALL BE INSPECTED BY THE FINANCULLY RESPONSIBLE PARTY OF HIS AGENT MMEDUTELY
AFTER EACH RAINFALL AND AT LEAST DALY DURING PROLONGED RAINFALL. ANY REPAIRS NEEDED SHALL BE MADE
MHEDATELY.

2. THE STONE SHALL BE REPLACED PROMPILY AFTER ANY EVENT THAT HAS CLOGGED OR REMOVED IT.
3 SEOMENT DEPOSITS SHOULD BE REHOVED WHEN DEPOSITS REACH HALF THE HEIGHT OF THE BARRIER. ANY

w NOT TO SCALE

SEOMENT DEPOSITS REMAINIVG IN PLACE AFTER THE SILT FENCE OUTLET 1S REMOVED SHALL BE DRESSED TO
CONFORM TO THE EXISTING GRADE, PREPARED AND SEEDED.

RIPRAP SHOULD EXTEND UP BOTH SIDES OF THE APRON AND AROUND THE END OF THE PIPE OR CULVERT AT THE DISCHARGE OUTLET AT A MAXIMUM
SLOPE OF 2:1 AND A HEIGHT NOT LESS THAN TWO THIRDS THE PIPE DIAMETER OR CULVERT HEIGHT.

THERE SHALL BE NO OVERFLOW FROM THE END OF THE APRON TO THE SURFACE OF THE RECEIVING CHANNEL. THE
AREA TO BE PAVED OR RIP-RAPPED SHALL BE UNDERCUT SO THAT THE INVERT OF THE APRON SHALL BE AT THE

SAME GRADE
TOE WALL AT THE DOWNSTREAM END.

MAXIMUM TAPER TO RECEIVING CHANNEL 5:1.

(FLUSH) WITH THE SURFACE OF THE RECEIVING CHANNEL. THE APRON SHALL HAVE A CUTOFF OR

THE WIDTH OF THE END OF THE APRON SHALL BE EQUAL TO THE BOTTOM WIDTH OF THE RECEIING CHANNEL.

ALL SUBGRADE STRUCTURE TO BE COMPACTED TO 95% OR GREATER.
THE PLACING OF FILL, EITHER LOOSE OR COMPACTED IN THE RECEIVING CHANNEL SHALL NOT BE ALLOWED.

NO BENDS OR CURVES IN THE HORIZONTAL ALIGNMENT OF THE APRON WILL BE PERMITTED.

/"6 "\ RIP-RAP APRON

MANTENANCE:

INSPECT RIP—RAP APRON AT REGULAR INTERVALS AS WELL AS
AFTER MAJOR RAINS, AND MAKE REFAIRS FROMPILY. GIVE SPECAL
ATTENTION 7O THE POINT WHERE CONCENTRATED STORM WATER

Cl1.4 / NOT TO SCALE

FROM DRAINAGE FIPE SYSTEMS ENTER THE APRON.  CAREFULLY
CHECK STABILITY OF RIP-RAP AND LOOK FOR INDICATIONS OF
PIPING, SCOUR HOLES, OR BANK FAILURES. MAKE REFAIRS
IMMEDATEL Y.

Rip-Rap Apron#1
DIMENSIONS

ENTRY WIDTH 3.8 FT
LENGTH 7.5 FT
EXIT WIDTH 8.8 FT
MIN. THICKNESS 22 IN
MIN. STONE DIAMETER 6 IN
STONE CLASS B

J{ 100" MIN.
Vv e e TR 8 NAX.
; z,é%? LR STEEL POST ! '
= ﬁigfg;” . 0 _ WOVEN WIRE FABRIC VARIABLE AS DIRECTED BY THE ENGINEER i
=~ & WARNING SIGN WARNING SIGN i
= b ORANGE, UV RESISTANT
I I A 1 I
- g . . HIGH — TENSILE SrRENGTz-I ) 7
] 2 POLY BARRICADE FABRIC (TYPICAL
g = TREE. PROTECTION AREA ? . TREE PROTECTION AREA
" ~ 18" nl =
' 00 NOT ENTER i g MIN. 10 GA DO NOT ENTER MIN. 12-1/2 GA.
5, l 2 LINE WIRES INTERMEDIATE
z WIRES
4 CONSTRUCTION ENTRANCE B
WARNING SIGN DETAIL ]
w NOT TO SCALE GRADE
5
W
o~
NOTES: I
WARNING SIGNS TO BE MADE OF DURABLE, WEATHERPROOF MATERIAL. #
WOTE: MNOTE: LETTERS 70 BE 3" HIGH NINIMU, CLEARLY LEGIBLE AND SPACED AS DETALED.
THE CRITICAL ROOT ZONE (CRZY OF &4 TREE CROWN QF THE TREE IS WEEDED FOR LEAF SIGNS SHALL BE PLACED AT 50° MAXIMUM INTERVALS. SIbE_vEW Sm G_E'Tléxgﬁ?qg%gmgq
I5 WHERE THE MAJORITY CF &4 TREE'S ROOTS GROWTH TO PRODUCE OXYGEN, FILTER PLACE A SIGN AT EACH END OF LINEAR TREE PROTECTION AND 50° ON CENTER THEREAFTER. POLY BARRICADE FABRIC (TYPICAL)
Ley. B5% OF MOST TREE ROOTS ARE FOUND THE AIR, REDUCE WIND AMD SOFTEN MOISE. FOR TREE. PROTECTION AREAS LESS THAN 200" IN PERMETER, PROVIE NO LESS THAN ONE SIGN PER PROTECTON AREA
M THE TOP 22" OF THE SOIL AND SUPPLY U DO NOT DISFIGURE CROWN WITH ATTACH SIGNS SECURELY T0 FENCE POSTS AND FABRIC.
THE MAJORITY OF NUTRIENTS AND WATER. N INTENSIVE PRUNING. MANTAN TREE PROTECTION FENCE THROUGHOUT DURATION OF PROJECT. FRONT VI
GENERALLY, ROOTS SPREAD OUT 2-3X THE J f ¢/ , PLACE A SN AT EACH END OF LINEAR TREE PROTECTION AND 50° ON CENTER THEREAFTER. ERONT VEW
HEIGHT OF THE TREE. {j/ }i&t\,_\_%
J§ ‘.
{ /"6 "\ TREE PROTECTION FENCE
C1.4 / NoT TO SCALE
s 2zl
b oS NER
ORANGE SAFETY FENCE I " SEEDBED PREPARATION:
OR ORANGE SILT FENCE | &
j E % > 1. CHISEL COMPACTED AREAS AND SPREAD TOPSOIL THREE INCHES DEEP OVER ADVERSE SOIL CONDITIONS, IF AVAILABLE.
EC = . 2. RIP THE ENTIRE AREA TO SIX INCHES DEEP.
4 19 g B %
1° im 212 3. REMOVE ALL LOOSE ROCK, ROOTS AND OTHER OBSTRUCTIONS, LEAVING SURFACE REASONABLY SMOOTH AND UNIFORM.
[t 5
£ = ! 4. APPLY AGRICULTURAL LME, FERTILIZER, AND SUPERPHOSPHATE UNIFORMLY AND MIX WITH SOIL (SEE SEEDING MIXTURE).
5. CONTINUE TILLAGE UNITL A WELL-PULVERIZED, FIRM, REASONABLY UNIFORM SEEDBED IS PREPARED FOUR TO SIX
INCHES DEEP.
») | 6. SEED ON A FRESHLY PREPARED SEEDBED AND COVER SEED LIGHTLY WITH SEEDING EQUIPMENT OR CULTIPACK AFTER
MOTES: O : ! SEEDING.
1. PROTECT CRITICAL RCOT ZONE {(CRZ) GF TREES PRIOR TO CONSTRUCTION. CLEARLY It
MARK THE TREES AND ERECT A PROTECTIVE BARRIER AT THE CRZ. BARRIER § P 7. MULCH IMMEDIATELY AFTER SEEDING AND ANCHOR MULCH.
| SHALL BE MAINTAINED UNTIL CONSTRUCTION IS COMPLETE. : wl O\ , 8. INSPECT ALL SEEDED AREAS AND MAKE NECESSARY REPARS OR RESEEDINGS WITHIN THE PLANTING SEASON, IF
2.CRZ RADIUS IS 1 FT PER INCH OF TREE OIAMETER AT BREAST HEIGHT (DBH). ol N / A et POSSIBLE. ~IF STAND SHOULD BE MORE THAN 60% DAMAGED, RE-ESTABLISH FOLLOWING THE ORIGINAL LIME,
3. IF CONSTRUCTION OCCURS WITHIN THE CRZ, AT LEAST 127 OF MULCH AND/OR P R FERTILIZER AND SEEDING RATES.
LOGGING MATTS SHALL BE PLACED WHERE MACHINERY MAMELWERS TO REDUCE SCIL ~ % ,
COMPACTION IN THIS ZONE. ;o 4
4. WHERE SIDEWALKS AND PATHWAYS PASS WITHIN CRZ, EXTRA CARE SHALL BE TAKEN EE S s 9. ClgNESSUTLATB LSéc}EgDENVIRONMENTAL ENGINEERS ON MAINTENANCE TREATMENT AND FERTILIZATION AFTER PERMANENT COVER
TC AVOID DAMAGE TO THE ROOTS. ALTERMATE CONSTRUCTION METHODS, SUCH AS A > @ :
REINFORCED SIDEWALK, SHALL BE IMPLEMENTED AS NECESSARY. = ;
5. FOR ALL TREES, CUTTING OF LARGE STRUCTURAL ROOTS LOCATED NEAR THE BASE e wiBE /
OF THE TRUNK IS PROMIBITED. DO NOT COMPACT SOIL SBENEATH TREES. WO ; g /
VEMICLE SHALL SE ALLOWED TO PARKUNDER TREES. NO MATERIALS OR E > SEEDING MIXTURE:
EQUIPMENT SHALL BE STORED BENEATH TREES. DAMAGING THE BARK WITH =z E R f :
LAWNMOWERS, CONSTRUCTION EQUIFMENT, OR ANYTHING ELSE IS PROMIBITED. |
COMTRACTOR SHALL HEPAIR DAMAGE TO TREES. rr | AGRICULTURE LIMESTONE: 2 TONS/ACRE (3 TONS/ACRE IN CLAY SOILS)
& FAILING TO INSTSLL OR MAINTAIN PROTECTION MEASURES SHALL RESULT IN & STOP - é FERTILIZER: 1,000 LBS/ACRE - 10-10-10
WORK ORDER AND FINE OF $500/DAY. DISTURBANCE OTHER THAN THAT ALLOWED o ’ SUPERPHOSPHATE: 500 LBS/ACRE — 20% ANALYSIS
ON THE APFROVED PLAN WILL REQUIRE OWNE® T POST A LETTER OF CREDIT FOR ey > MULCH: 2 TONS/ACRE — SMALL GRAIN STRAW
3 YRS FOR TREE MITIGATION, I < / ANCHOR: ASPHALT EMULSION AT 400 GALS/ACRE
STANDARD DETAIL "
DATE.  34¥ 2015 . - , -~ TEMPORARY SEEDING SPECIFICATIONS/SCHEDULE
— ‘ TREE PRO'}:ECHON HORTH CAROLINA ‘ / -
DEAWN BY IR DURING CITY OF WILVINGTON ENGINEERING | i~ Date Type Planting Rate
CHECREDEY  RDGPE. R . T AL S o 3 March ~ Oct. Browntop Millet 40 Ibs/acre
. o . T 3 402 | Loz N GUTTER LiNE o
- T e CONSTRUCTION (910} 3417807 N ! — - Nov. — Feb. Winter Rye 120 Ibs/acre
ALE NOT TG SCALE SHEET 1 of 2 SD 15-09
’ 35E T :'.‘:JT“r}«: ik
. . P SEEDING SPECIFICATIONS /SCHEDULE
) SEE A o
8 MAX. . % g s FOR SHOULDERS, SIDE DITCHES, SLOPES (MAX 3:1)
L VARIABLE AS DIRECTED BY THE ENGINEER LASTIC OR ~ T DE, FULDERTI 367 i SRACHG i
p— WARNING S1oH 1 WIRE TES w L i g Date Type Planting Rate
, HARNING SIGN m & ’,EO Aug 15 — Nov 1 Tall Fescue 300 lbs/acre
REE PROTECTION AREA o g /7‘, e Nov 1 — Mor 1 Tall Fescue & Abruzzi Rye 300 Ibs/acre
D e OMMERCIAL DRIVEWAY Mar 1 - Apr 15 Tall Fescue 300 Ibs/acre
9 HLGS”)ZFE%L;:@ S - Apr 14 — Jun 30 Hulled Common Bermuda Grass 25 Ibs/acre
0 MTRA Jul 1 — Aug 15  Tall Fescue & Browntop Millet 240 Ibs/acre-Tall Fescue;
GRADE - or Sorghum—Sudan Hybrids 35 Ibs/acre Browntop Millet
~ & g 30 Ibs/acre Sorghum—Sudan
I = Z =) Hybrids
I N . N | -
Qﬂ% e T gﬂ[g 2 FOR SHOULDERS, SIDE DITCHES, SLOPES (3:1 - 2:1)
mil= - NS K ; s o .
o sTERL posT POLY BARRICADE © (TYPICAL) i 2 Date Type Planting Rate
e ERONT VIEW % e - S Mar 1 — Jun 1 Sericea Lespedeza (scarified) & 50 Ibs/acre (Serica Lespedeza)
T FRONT VIEW ‘:t: : —— use the following combinations:
T WARNING SIGN eran o - Mar 1 = Apr 15 Add Tall Fescue 240 Ibs/acre
¢ - ORANGE, UV RESISTANT N " e BETORY Mar 1 — Jun 30 Or add Julled Common 25 Ibs/acre
o HIGH — TENSILE STRENGTH w REPROY, 15 e Bermuda Grass
. POLY BARRICADE FABRIC (TYPICAL) l ‘
I D) Jun 1~ Sep | Tall Fescue & Browntop Millet 240 Ibs/acre Tall Fescue
° ) or Sorghum—-Sudan Hybrids 35 Ibs/acre Browntop Millet
=g o 30 Ibs/acre Sorghum—Sudan
40" % b L Hybrids
R o Sep 1 — Mar 1 Sericea Lespedeza (Unhulled— 70 Ibs/acre Sericea Lespedeza
w % ;3 Unscarafied & Tall Fescue 240 lbs/acre Tall Fescue
% T . - Mar 1 Add A i R
3 TREE PROTECTION AREA R o) % Nov 1 ar dd Abruzzi Rye 25 Ibs/acre
~ DO_NOT ENTER O | o v
70NA PROTECTORA PARA 18 "“'T} } = g ; ¥ APRON TRAMBIGN SHFIES mormmeoe e
= LOS ARBOLES = o CONSULT S&EC ENGINEER FOR ADDITIONAL INFORMATION CONCERNING OTHER ALTERNATIVES
PROHIBIDD ENTRAR % = g FOR VEGETATION OF DENUDED AREAS. THE ABOVE VEGETATION RATES ARE THOSE THAT DO
@ \ - Al NI NS; OTHER | P .
SINE VIEW WARNING SIGN DETAIL 7 E ; WELL UNDER LOCAL CONDITIONS; OTHER SEEDING RATE COMBINATIONS ARE POSSIBLE
o < [ *++ TEMPORARY: RESEED ACCORDING TO OPTIMUM SEASON FOR DESIRED PERMANENT
NOTES: E VEGETATION, DO NOT ALLOW TEMPORARY COVER TO GROW MORE THAN 12" IN HEIGHT
1. THE TREE PROTECTION FEMCING SHALL NOT BE VIOLATED FOR THE ENTIRE a3 < BEFORE MOWING; OTHERWISE, FESCUE MAY BE SHADED OUT.
ATION OF THE FROJECT WITHOUT APPROVAL FROM URBAN FORESTRY STAFF. o >
2. MING SIGNS TO BE MADE OF DURABLE, WEATHERFROOF MATERIAL. LETTERS TO oy o
3" HIGH, MINIMUM, CLEARLY LEGIBLE AND SPACED AS DETAILED. o
3. SIGNS SHALL BE PLACED AT 50 MAXIMUM INTERVALS. PLACE A& SIGN AT EACH
END OF UNEAR TREE PROTECTION AND 50° ON CENTER THEREAFTER. FOR TREE
PROTECTION AREAS LESS THAN 1007 N PERIMETER, PROVIDE WO LESS i
N TWO SIGNS PER SROTECTION AREA, T I
4 SIGNS SECURELY TO FENCE POSTS AND FABRIC.  MAINTAIN TREE ; G ON
TECTION FENCE AND SIGNS THRGUGHOUT DURATION OF PROJECT. 5
5. TREE FROTECTION FENCING AND SIGNAGE SHALL BE REMOVED AFTER COMSTRUCTION. [ NORTH CAROLINA
6. ADDITIONAL SIGNS MAY BE REQUIRED BY CITY OF WILMINGTON, BASED OB ACTUAL -
FELD CONDITIONS. ; Public Services ~ ° Engineering Division
STANDARD DETAIL \Xé@r@w ‘Wmﬁ APPROVED STORMWATER MANAGEMENT PLAN
DATE:  JAN, 2015 v _ A 1. Jl/ N JT()\ iy 5 b
— TREE PRGI‘ECTIOT\‘ el il NORTH CAROLINA Date' Permit #
DRAWN BY =R ) CITY OF WILMINGTON ENGINEERING ’
CHECKEDBY DG PE DL}R}NCT PO BoX 1810
& a s 4 — WILMINGTON, NC 28402
CONSTRUCTION (910) 341-7807 Signed.
SCATE _ NOTTOSCALE SHEET 2 of 2 SD 15-09 nee
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3913 Oleander Drive

AutoZone—-0leander
(US Hwy 76)

Store Number

New Hanover County

Wilmington, NC

OWNER /DEVELOPER:
AUTOZONE DEVELOPMENT, LLC
ATIN. WADE DAVIS

123 S. FRONT STREET

3RD FLOOR

MEMPHIS, TN 38105-2107
PHONE: (901) 495-8701

FAX:  (901) 495-8969
wade.davis@autozone.com

For Bidding & Contractor Information Contact:
F.W. Dodge Plan Room Tel: (615) 884-1017
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OPERATION & MAINTENANCE PROVISIONS (INFILTRATION)

BMP element: Potential problem: How to remediate the problem

The entire BMP

Trash/debris is present Remove the trash/debris

The perimeter of the infiltration basin Regrade the soil if necessary to

remove the qully, and then plant
a ground cover and water until it
is established. Provide lime and

a one-time fertilizer application

Areas of bare soil and/or
erosive gullies have formed

The inlet device: pipe or swale Unclog the pipe.

off—site.

The pipe is clogged (if applicable) Dispose of the sediment

The pipe is cracked or otherwise damaged | Replace the pipe

Regrade the swale if necessary to

smooth it over and provide erosion control
devices such as reinforced turf matting
or rip—rap to avoid future problems

with erosion

Erosion is occurring in the swale
(if applicable)

The forebay Search for the source of the sediment

and remedy the problem if possible.

Remove the sediment and dispose of it

in a location where it will not cause impactg
to streams or the BMP

Sediment has accumulated and recduced the
depth to 75% of the original design depth

Erosion has occurred or rip—rap is
displaced

Provide additional erosion protection such
as reinforced turf matting or rip—rap

if needed to prevent future erosion
problems

Weeds are present Remove the weeds, preferably by hand.
If pesticides are used, wipe them on the

plants rather than spraying

The main treatment area Search for the source of the sediment

and remedy the problem if possible.

Remove the sediment and dispose of it

in a location where it will not cause impacts
to streams or the BMP. Replace any

media that wos removed in the process.
Revegetate disturbed areas immediately.

A visible layer of sediment has accumulated

Water is stonding more than 5 days after
a storm event

Replace the top few inches of filter media
and see if this corrects the standing

water problem. If so, revegetate
immediately. If not, consult an appropriate
professional for a more extensive repair

Weeds and noxious plants are growing in
the main treatment area

Remove the plants by hand or by wiping
them with pesticide (do not spray)

The embankment Shrubs or trees have started to grow

on the embankment

Remove shrubs or trees immediately

An annual inspection by an appropriate
professional shows that the embankment
needs repair

Make all needed repairs

The outlet device Clean out the outlet device.

the sediment off-site

Clogging has occurred Dispose of

The outlet device is damaged Repair or replace the outlet device

The receiving water Erosion or other Signg of dqmqge have Contact the NC Division of Water Quchty

occurred at the outlet

401 Oversight Unit at 919-733-1786

OPERATION AND MAINTENANCE

North Carolina storm water rules require quarterly inspections by the requlating agency of infiltration areas as a minimum.
inspections by the land owner or system operator are strongly encouraged to ensure the proper operation of infiltration areas.

More frequent

Rainfall Event
1. Inspect the basin after every rainfall event greater than 1.5 inches.

B.  Monthly Inspection

1. Inspect the basin monthly

2. Check the infiltration area side slopes; remove trash and repair eroded areas before the next rainfall event.

3. Check the vegetative and rock filters for sediment accumulation, erosion and proper operation of the flow spreader
mechanism and repair as necessary.

C. Quarterly Inspection

1. Inspect the collection system (i.e. catch basin, pipes and grass swales) for proper functioning. Clear accumulated trash from
basin grates and basin bottoms. Check piping for obstructions.
2. Check pond inlet pipes for undercutting, replace rip-rap and repair broken pipes.
3. Reseed grassed swales, including the vegetated filter if applicable, twice a year as necessary. Repair eroded areas
immediately.
Six Month Inspection
1. Remove accumulated sediment from the bottom of the outlet structure or other areas where accumulated sediment is noted.
2. Inspect the embankment taking note of any wet areas where water may be seeping through the soil.
General Inspection
1. Maximum grass height is to be 6in.
2. No woody vegetation shall be allowed to grow in the infiltration area.
3. Debris shall be removed from blocking the inlet and outlet structures and from areas of potential clogging.
4. Periodic removal of dead vegetation shall be accomplished.
5. All components of the infiltration system must be kept in good working order.

GRASS SOD NOTE:

GRASS SOD SHALL BE EITHER HYBRID BERMUDA GRASS OR CENTIPEDE THAT HAS BEEN GROWN IN A SOIL
THAT IS FREE OF AN IMPERMEABLE LAYER (SUCH AS CLAY).

NOTES:

1.

2.

ALL INFILTRATION BASINS SHALL HAVE AN ACCESS EASEMENT CONNECTING TO A DEDICATED PUBLIC RIGHT OF WAY.

ALL DRAINAGE AREAS TO AN INFILTRATION BASIN ARE TO BE STABILIZED PRIOR TO INSTALLATION OF SOILS OR GRASS SOD.

THE DRAINAGE AREA OF THE INFILTRATION BASIN WILL BE CAREFULLY MANAGED TO REDUCE THE SEDIMENT LOAD TO THE SAND FILTER SYSTEM.
THE WATER LEVEL IN THE MONITORING WELL(S) WILL BE RECORDED ONCE A MONTH AND AFTER EVERY STORM EVENT GREATER THAN 1.5 INCHES.

IMMEDIATELY AFTER THE INFILTRATION BASIN IS ESTABLISHED, THE VEGETATION WILL BE WATERED TWICE WEEKLY IF NEEDED UNTIL PLANTS BECOME
ESTABLISHED (COMMONLY SIX WEEKS)

NO PORTION OF THE INFILTRATION BASIN WILL BE FERTILIZED AFTER THE INITIAL FERTILIZATION THAT IS REQUIRED TO ESTABLISH THE VEGETATION.

THE VEGETATION IN AND AROUND THE BASIN WILL BE MAINTAINED AT A HEIGHT OF APPROXIMATELY SIX INCHES,

FILTER MEDIA (SEE NOTE 2)

SILT FENCE AS NEEDED

R EERREaaasn

KOQRRLIKLXARIIN

NOTE:
PRIOR TO INSTALLATION, MANUFACTURER SPECIFICATIONS OF FILTER MEDIA SHALL BE REVIEWED TO ENSURE THAT DISCHARGE FROM

FILTER MEDIA SHALL MEET OR EXCEED THE PROVISIONS OF THE CLEAN WATER ACT.
ENSURE THAT PUMP PRESSURE DOES NOT EXCEED FILTER MEDIA PRESSURE RATING.

FILTER MEDIA MAY BE, BUT NOT LIMITED TO, SAND MEDIA FILTRATION DEVICES, RATED FILTER FABRIC
BAGS OR POLYMER BASED DEWATERING PRACTICES.

TOP OF EMBANKMENT = 40.0

SO0-YEAR STORM ELEVATION = 39.98
25—-YEAR STORM ELEVATION = 39.95

10-YEAR STORM ELEVATION = 39.89

1-YEAR STORM ELEVATION = 39.53

1.5" STORM ELEVATION = 38.55

BOTIOM OF BASIN = 38.0

INFILTRATION STAGE/STORAGE TABLE
INFILTRATION BASIN

STAGE ELEVATION CONTOUR INCREMENTAL TOTAL
(F1) (1) AREA (SF) STo

0.0 380 160 0 0
0.5 385 400 135 135
1.0 39.0 655 261 397
1.5 39.5 925 393 790
1.7 39.7 1050 197 987
20 400 1210 339 1326

SEASONAL HIGH WATER TABLE = VARIES (TYPICALLY 2fT BELOW EXISTING GRADE PER SOILS REPORT)

1'-0" CLEAN SAND
(4" MIN,)

FILTER FABRIC AT BOTTOM
AND SIDES OF CLEAN SAND

RIP—RAP PRE-TREATMENT
FOREBAY AT PIPE INLETS
REFER TO DETAIL

GRASS SOD
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d384nLSIANN
NN 0-)

FILTER FABRIC

INFILTRATION BASIN DATA

,——REMOVABLE CAP

INFILTRATION BASIN TYPICAL SECTION

6" SCHEDULE 40 PVC,
SDR35, OR SMOOTH
WALL CORRUGATED
PLASTIC PIPE WITH

LY

3/8" PERFORATIONS @
6" ON CENTER (4
FLUSH WITH PAVEMENT IN HOLES PER ROW)
PERMEABLE PAVEMENT AREAS
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PUMP STRAINER SHALL NOT BE IN CONTACT WITH BOTTOM OF POND. :11 [i

INFILTRATION BASIN DEWATERING

/1 STORMWATER MANAGEMENT DETAILS
@ N.T.S.

[
S

L LOW POINT

PERMEABLE
PAVEMENT SIGN

NTS

FILTER MIXTURE (rrom TOP)

1'-0" OF CLEAN ASTM C-33 SAND
(MEDIUM AGGREGATE SAND WITH A SIZE
RANGE OF 0.02-INCH TO 0.04~INCH
DIAMETER) (4" MIN. DEPTH)

CITY OF

Public Services °

Date: Permit #

NORTH CAROLINA
Engineering Division
APPROVED STORMWATER MANAGEMENT PLAN

Signed:

LAYER OF GEOTEXTILE PERMEABLE
FILTER FABRIC (MIRAFI N-SERIES OR

EQUIVALENT)

STORMWATER MANAGEMENT
INFILTRATION POND

1’-0" MIN. UNDISTURBED IN-SITU SOIL

WATERSHED:
DESIGN STORM:

CAPE FEAR RIVER

INFILTRATION POND DESIGN SUMMARY

1.5" — COASTAL COUNTY

DRAINAGE AREA TO INFILTRATION:
TOTAL DESIGN IMPERVIOUS AREA TO INFILTRATION:

0.21 ACRES
0.17 ACRES

PRE-DEVELOPED  POST-DEVELOPED  POST DEVELOPED THROUGH POND

DRAINAGE AREA: 0.21 AC 0.21 AC
CURVE NUMBER: 80.3 91.0
1-YEAR STORM EVENT: 0.499 CFS 0.716 CFS
10-YEAR STORM EVENT: 1.257 CFS 1.482 CFS
25-YEAR STORM EVENT: 1.680 CFS 1.893 CFS
50-YEAR STORM EVENT: 2.047 CFS 2.249 CFS

0.000 CFS
1.063 CFS
1.602 CFS
1.965 CFS

IMPERVIOUS AREA SUMMARY

FLOW LONG. TOP OF EMBANKMENT

SPILLWAY 0(25) SLOPE(%) H B W SS CHANNEL LINNG ELEVATION  SPILLWAY ELEVATION
INFILTRATION T - : STRAW WITH NET
SPILLWAY 1o CFS 05% 05 |5 8 F1 1 4G 0575 40.0 39.7

EXTEND LINING TO
TOP OF SPILLWAY

& H

EXTEND LINING TO
TOP OF SPILLWAY

CHANNEL LINING
/ B

MATTING SHALL BE AS NOTED !

OR APPROVED EQUAL !

PAVEMENT &
SIDEWALK

GRASS SPILLWAY DETAIL

B

TOP OF EMBANKMENT

SPILLWAY ELEVATION

GRASS SOD ON SPILLWAY

SRR
e

%

PAVEMENT

PAVEMENT &
SIDEWALK

f‘fezz%
5 4‘%‘}?
Yy

HATCH PATTERN
INDICATES AREA OF
POROUS CONCRETE
PAVEMENT

OBSERVATION WELL
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OBSERVATION WELL

INFILTRATION AREA

GRASS SPILLWAY

AND SIDE SLOPES

STORMWATER MANAGEMENT EASEMENT
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RIP-RAP FOREBAY AT PIPE
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10" STORM DRAINAGE SYSTEM
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" PLAN VIEW
17230’

STANDARD CONCRETE
PAVEMENT

TOTAL SITE AREA =

EXISTING IMPERVIOUS AREA =
PROPOSED BUILDING =

PROPOSED ON~-SITE SIDEWALK =
PROPOSED PERVIOUS CONCRETE =

TOTAL ON-SITE IMPERVIOUS AREA =
TOTAL ON-SITE OPEN SPACE =

NET DECREASE IN IMPERVIOUS AREA = 3,051 SF

38270 S (0.88 AC)

7,381 SF
1,523 SF

17,102 SF (0.39 AC)
21,168 S (0.49 AC)

(0.07 AC)

(EXEMPT FROM 25-YEAR PRE/POST ATTENUATION REQUIREMENT)

&

_/ 2 MIN _ F
GEO-MEMBRANE BARRIER .

GEO-MEMBRANE BARRIER

2FT MIN

THE SURFACE OF THE SOIL SUB-GRADE TO

BE SCARIFIED, RIPPED OR TRENCHED
IMMEDIATELY PRIOR TO AGGREGATE BASE
PLACEMENT TO MAINTAIN PRE-CONSTRUCTION
INFILTRATION RATE

POROUS CONCRETE PAVEMENT SECTION

20,153 SF (0.46 AC TO BE DEMOLISHED)

2,643 SF (10,570 SF TOTAL, 75% PERVIOUS, 25% BUA (TYPE B SOILS))

PERCENTAGE = 44.7%
PERCENTAGE = 55.3%

6” POROUS CONCRETE (MIX DESIGN TO BE IN
ACCORDANCE WITH THE LATEST VERSION OF ACI
522.1-SPECIFICATIONS FOR PERVIOUS
CONCRETE)

7.5" LAYER OF CLEAN, WASHED #57 STONE
AGGREGATE IN LIFTS AND LIGHTLY COMPACTED
WITH PLATE COMPACTORS (2% OR LESS
PASSING THE ASTM NO. 200 SIEVE)

/ \MAXIMUM SUBGRADE SLOPE=0.5%

PERMEABLE PAVEMENT

ACTIVITIES PROHIBITED:
SANDING
RE-SEALING
RE-SURFACING
POWER WASHING

STORAGE OF MULCH OR SOIL

STORAGE OF SNOW PILES
STORAGE OF HEAVY LOADS

APPLICATION OF SALT OR DE-ICERS

EXAMPLE PERMEABLE PAVEMENT SIGN

OPERATION & MAINTENANCE PROVISIONS (PERMEABLE PAVEMENT)

BMP element:

Potential problem:

How to remediate the problem

The perimeter of the permeable pavement

Areas of bare soil and/or erosive gullies

Regrade the soil if necessary to remove
the qully, then plant ground cover and
water until established

A vegetated area drains toward the pavement

Regrade the area so that it drains away
from the pavement, then plant ground
cover and water until established

The surface of the permeable pavement

Trash/debris present

Remove the trash/debris

Weeds

Do not pull the weeds (may pull out media
as well). Spray them with a systemic
herbicide such as glyphostate and then
return within the week to remove them by
hand.
water on them or steam them)

(Another option is to pour boiling

Sediment

Vacuum sweep the pavement

Rutting, cracking, or damaged structure

Consult and appropriate professional

Observation well

Water present more than five days after
a storm event

Clean out clogged underdrain pipes.
Consult an appropriate professional for
clogged soil subgrade,

Educational sign

Missing or is damaged

Replace the sign
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SITE DESIGN

CONSULTANT:
TRIANGLE SITE DESIGN, PLLC
4006 BARRETT DR, STE 203
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OLEANDER DRIVE (U.S. HIGHWAYS 74 & 76)
(100' PUBLIC R/W)

NOTE TO CONTRACTOR:

PRIOR TO ANY CLEARING, GRADING, OR CONSTRUCTION
ACTIVITY, TREE PROTECTION FENCING WILL BE REQUIRED
TO BE INSTALLED AROUND PROTECTED TREES OR

GROVES OF TREES AS SHOWN. NO CONSTRUCTION
WORKERS, TOOLS, MATERIALS OR VEHICLES ARE PERMITTED
WITHIN THE TREE PROTECTION FENCING AREA.
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NORTH CAROLINA
Public Services o Engineering Division
APPROVED STORMWATER MANAGEMENT PLAN
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BEFORE YOU DIG

SIOF

CALL 1 800 632-4949
N.C. ONE-CALL CENTER

IS THE AW

W
Know what's below.
Call before you dig.

CAUTIONARY NOTE

THE LOCATIONS OF ALL EXISTING UNDERGROUND UTILITIES SHOWN ON THIS DRAWING ARE BASED
ON ABOVE GROUND EVIDENCE OR INFORMATION GATHERED DURING THE FIELD SURVEY PORTION
OF THIS PROJECT. AS SUCH, THIS INFORMATION IS SPECULATIVE IN NATURE ONLY AND
SHOULD NOT BE CONSTRUED AS FACT. THERE MAY ALSO BE OTHER EXISTING UNDERGROUND
UTILITIES FOR WHICH NO ABOVE GROUND EVIDENCE WAS OBSERVED. THE EXACT LOCATIONS OF
THE UNDERGROUND UTILITIES SHALL BE VERIFIED BY THE CONTRACTOR PRIOR TO THE START OF
ANY AND ALL CONSTRUCTION.

UTILITY STATEMENT

THE UNDERGROUND UTILITIES SHOWN HAVE BEEN LOCATED FROM FIELD SURVEY INFORMATION
AND EXISTING DRAWINGS. THE SURVEYOR MAKES NO GUARANTEES THAT THE UNDERGROUND
UTILITIES COMPRISE ALL SUCH UTILITIES IN THE AREA, EITHER IN-SERVICE OR ABANDONED.
THE SURVEYOR FURTHER DOES NOT WARRANT THAT THE UNDERGROUND UTILITIES SHOWN ARE
IN THE EXACT LOCATION INDICATED ALTHOUGH THE SURVEYOR DOES CERTIFY THAT THEY ARE
LOCATED AS ACCURATELY AS POSSIBLE FROM INFORMATION AVAILABLE. THE SURVEYOR HAS
NOT PHYSICALLY LOCATED THE UNDERGROUND UTILITIES.

=

0 10 20

GRAPHIC SCALE: 1 INCH = 20 FEET

KEYNOTES

DEMOLITION

Remove trees and root system

Remove existing building and foundation
Remove fence, post, and foundation
Remove all existing shrubs and debris
Remove existing sidewalks

Remove existing concrete curb

Remove existing driveway approaches
Remove existing pavement

Remove existing utilities

QICISICICIOIGIOID

DEMOLITION NOTES

GENERAL DEMOLITION NOTES:

1.
2

10.

11.

12,

13.

ALL WORK TO BE ACCOMPLISHED IN STRICT ACCORDANCE WITH ALL LOCAL ORDINANCES, CITY OR STATE.

WITHIN THE SUBJECT PROPERTY, THE INTENT IS TO HAVE A CLEAN, CLEAR SITE, FREE OF ALL EXISTING ITEMS NOTED
TO BE REMOVED IN ORDER TO PERMIT THE CONSTRUCTION OF THE NEW PROJECT.

ALL [TEMS NOTED TO BE REMOVED BY THE SELLER SHALL BE ACCOMPLISHED PRIOR TO THE CLOSING OF THE REAL
ESTATE TRANSACTION. ALL OTHER ITEMS NOTED TO BE REMOVED SHALL BE DONE SO AS PART OF THE CONTRACT
FOR GENERAL CONSTRUCTION.

REMOVE AND DISPOSE OF ANY SIDEWALKS, FENCES, STAIRS, WALLS, DEBRIS AND RUBBISH REQUIRING REMOVAL FROM
THE WORK AREA IN AN APPROVED OFF SITE LANDFILL.

THE CONTRACTOR SHALL SECURE ALL PERMITS FOR HIS DEMOLITION AND DISPOSAL OF HIS DEMOLITION MATERIAL TO
BE REMOVED FROM THE SITE. THE CONTRACTOR SHALL POST BONDS AND PAY PERMIT FEES AS REQUIRED.
BUILDING DEMOLITION CONTRACTOR SHALL BE RESPONSIBLE FOR PERMITS AND DISPOSAL OF BUILDING DEMOLITION
DEBRIS.

THE DETAILED PLANS MAY NOT REFLECT ALL UTILITIES ON THE SITE OR SURROUNDING STREETS AND PROPERTIES.
THE CONTRACTOR SHALL VERIFY LOCATIONS AND EXISTENCE OF UTILITY SERVICES PRIOR TO CONSTRUCTION. THE
CONTRACTOR SHALL CALL “DIG SAFE™ AT 1-800-344—7233, 72 HOURS PRIOR TO CONSTRUCTION.

THE CONTRACTOR TO REMOVE ALL UTILITIES TO EXISTING STRUCTURES WHETHER SHOWN OR NOT OR ARRANGE FOR
THE APPROPRIATE UTILITY COMPANY TO CUT AND CAP SERVICE PIPING AT THE PROPERTY LINE OR MAIN (AS
REQUIRED). ALL SERVICES MAY NOT BE SHOWN ON THIS PLAN.

FOR ALL ITEMS NOTED TO BE REMOVED - REMOVE NOT ONLY THE ABOVE GROUND ELEMENTS, BUT ALL
UNDERGROUND ELEMENTS AS WELL INCLUDING BUT NOT NECESSARILY LIMITED TO: FOUNDATIONS, GRAVEL FILLS,
TREE ROOTS, OLD PIPES, ETC.

BACK FILL ALL EXCAVATIONS RESULTING FROM THE DEMOLITION WORK TO MEET THE REQUIREMENTS FOR FILL
OUTLINED IN THE GEOTECHNICAL REPORT.

THE CONTRACTOR SHALL PROTECT ALL IRON PINS, MONUMENTS AND PROPERTY CORNERS DURING CONSTRUCTION.
ANY CONTRACTOR DISTURBED PINS, MONUMENTS, ETC. SHALL BE RESET BY A LICENSED LAND SURVEYOR AT THE
EXPENSE OF THE CONTRACTOR.

THE CONTRACTOR SHALL RESTORE ANY UTILITY STRUCTURE, PIPES, PAVEMENT, CURBS, SIDEWALKS OR LANDSCAPED
AREAS DISTURBED DURING DEMOLITION TO THEIR ORIGINAL CONDITION TO THE SATISFACTION.

ALL BUILDINGS, FOUNDATION WALLS AND FOOTINGS INDICATED ON THIS PLAN TO BE REMOVED FROM SITE.
CONTRACTOR SHALL SECURE ANY PERMITS AND PAY ALL FEES AND PERFORM CLEARING AND GRUBBING AND DEBRIS
REMOVAL PRIOR TO COMMENCEMENT OF GRADING OPERATIONS.

ASBESTOS AND ANY OTHER HAZARDOUS MATERIAL SHALL BE REMOVED BY THE GENERAL CONTRACTOR USING A
LICENSED HAZARDOUS MATERIAL CONTRACTOR.

TRIANGLE

SITE DESIGN

CONSULTANT:
TRIANGLE SITE DESIGN, PLLC
4006 BARRETT DR, STE 203
RALEIGH, NC 27609

(919) 553-6570
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OWNER/DE\/ELOPER:

AUTOZONE DEVELOPMENT, LLC
ATTN. WADE DAVIS

123 S. FRONT STREET

JRD FLOOR

MEMPHIS, TN 38103-2107
PHONE: (901) 495-8701

FAX:  (901) 495-8969
wade.davis@autozone.com

For Bidding & Contractor Information Contact:
F.W. Dodge Plan Room Tel: (615) 884-1017
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TRIANGLE

SITE DESIGN

CONSULTANT:

TRIANGLE SITE DESIGN, PLLC
4006 BARRETT DR, STE 203
RALEIGH, NC 27609

(919) 553-6570

LICENSE #P—0619

SEAL:

>
B
s-<£}> 'E
O <+ T =
’U@Q 5
Q S, 20
NE LR
o L o) -~ QO
| I EST- 58
=2 9 g, S
Ozcgg:g
NQ) m"""‘
2 =R, 8=
:85‘%:@
<< non T = Z
OWNER /DEVELOPER:

AUTOZONE DEVELOPMENT, LLC
ATIN. WADE DAVIS

123 S. FRONT STREET

SRD FLOOR

MEMPHIS, TN 38103-2107
PHONE: (901) 495-8701

FAX:  (901) 495-8969
wade.davis@autozone.com

For Bidding & Contractor Information Contact:
F.W. Dodge Plan Room Tel: (615) 884-1017

REVISIONS:

10/21/15  REVISED PER CITY OF
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DATE: SEPTEMBER 29, 2015
LUMINAIRE SCHEDULE JOB NUMBER: 010048
TYP |SYMBOL |DESCRIPTION LAMP LUMENS LLF | QTY TITLE:
S 0] LITHONIA — DSX1 LED 60C
I[ES FULL CUTOFF DISTRIBUTION
VOUNTED O DOWN. POSITION LED — 209 WATTS | ABSOLUTE | 0.95 | 2 LIGHTING PLAN
MOUNTED HEIGHT = 28'-0"
2 | g0 LITHONIA — DSX1 LED 60C SHEET NUMBER:
IES FULL CUTOFF DISTRIBUTION
- 418 WATT
MOUNTED O° DOWN POSITION LED > ABSOLUTE | 0.95 1
MOUNTED HEIGHT = 28'-0 LP 1 O
WA = LITHONIA — DSW1 LED 10C ’
ESNA FULL CUTOFF DISTRIBUTION LED — 40 WATTS ABSOLUTE | 0.95 COMMENTS:
MOUNTED 0° DOWN POSITION
MOUNTED HEIGHT = 12’-0"




DATA

ZONED: CB — COMMUNITY BUSINESS

SETBACK REQUIREMENTS:
FRONT - 20 FEET

SIDE - O FEET

REAR — 10 FEET

MAXIMUM BUILDING HEIGHT: 45 FEET
MAXIMUM NUMBER OF STORIES: 3

MINIMUM LOT WIDTH: 80’

MINIMUM LOT SIZE: 1/2 ACRES

AUTOZONE IS A PERMITTED USE FOR THIS ZONING DISTRICT.

SOURCE OF DATA

CITY OF WILMINGTON, N.C.
municode.com

ACCESS NOTE

ACCESS TO SUBJECT PROPERTY VIA PUBLIC
RIGHT-OF—WAY OF OLEANDER DRIVE

GRAPHIC SCALE

20 0 10 2'0 40 80
( IN FEET )
1 inch = 20 ft.

5150022

TOTAL AREA
38,270 SQ.FT.
0.879 ACRES

PARKING REQUIREMENTS
GROSS FLOOR AREA OF REQUIRED NUMBER
ESTABLISHMENT IN SF. OF SPACES
LESS THAN 5,000 N/A
5,000 TO 24,499 1
25,000 TO 49,999 2
50,000 TO 99,000 3
100,000 4

FLOOD ZONE

ACCORDING TO THE FEDERAL EMERGENCY MANAGEMENT AGENCY'S FLOOD INSURANCE RATE
MAP, NEW HANOVER COUNTY, NORTH CAROLINA, WITH AN EFFECTIVE DATE OF APRIL 3,

2006, THE PROPERTY SURVEYED AND SHOWN HEREON LIES WITHIN ZONE "X" PER
COMMUNITY MAP NO. 3720313700J. CITY OF WILMINGTON, NORTH CAROLINA NUMBER 370171
3137 J. :

REFERENCE PLAT

PLAT ENTITLED "ALTA/ACSM LAND TITLE SURVEY FOR MB ONE
CAPITAL, LLC, PREPARED BY PATRICK C. BRISTOW LAND SURVEYING,
PC, DATED OCTOBER 9, 2013

TAX ASSESSOR PARCEL NO.
R05518-023-001-000

BASIS OF BEARINGS

NORTH CAROLINA STATE PLANE COORDINATES WERE
USED AS THE BASIS OF BEARINGS FOR THIS
SURVEY.

ENCROACHMENTS /PROJECTIONS

@ ADJOINER'S CONCRETE CURB ENCROACHES 0.5’

TITLE LEGAL DESCRIPTION

MISCELIANEO TES:

1. NORTH CAROLINA STATE PLANE COORDINATES WERE USED AS THE BASIS OF
BEARINGS FOR THIS SURVEY.

2. SUBJECT PROPERTY APPEARS TO DRAIN INTO A PUBLIC RIGHT OF WAY,
UNLESS OTHERWISE SHOWN OR NOTED.

3. THERE IS OBSERVABLE EVIDENCE OF EARTH MOVING WORK, BUILDING
CONSTRUCTION OF BUILDING ADDITIONS WITHIN RECENT MONTHS ON SUBJECT
PROPERTY.

4. REFERENCE DEED: DB 5557 PG 0465

5. THERE ARE NO KNOWN CHANGES IN STREET RIGHT OF WAY LINES, EITHER

COMPLETED OR PROPOSED, AND AVAILABLE FROM THE CONTROLLING JURISDICTION.

6. THERE IS OBSERVABLE EVIDENCE OF RECENT STREET OR SIDEWALK
CONSTRUCTION OR REPAIRS.

7. THERE IS NO OBSERVABLE EVIDENCE OF SITE USE AS A SOLID WASTE DUMP,
SUMP OR SANITARY LAND FILL

8. THERE IS NO OBSERVED EVIDENCE OF THE LOCATION OF CEMETERIES AND
BURIAL GROUNDS.

9. MAP PIN: R05518-023-001-000
10. ALL DRIVES/PARKING LOTS ARE ASPHALT PAVING UNLESS OTHERWISE NOTED
11. CURRENT OWNER OF RECORD: INDEPENDENCE GENE LLC

12. DIRECT ACCESS TO SUBJECT PROPERTY VIA PUBLIC RIGHT OF WAY OF
OLEANDER DRIVE

13. STREET ADDRESS NOT POSTED AT TIME OF FIELD SURVEY.

14. RECORD DESCRIPTION AS PROVIDED DOES FORM A MATHEMATICALLY CLOSED
FIGURE

15. OBSERVED UTILITIES EITHER ENTER SUBJECT PROPERTY FROM PUBLIC RIGHT
OF WAY OR THROUGH DEDICATED EASEMENTS, UNLESS OTHERWISE NOTED HEREON

16. BY OBSERVED EVIDENCE ONLY, THE SUBJECT PROPERTY DOES SERVE
ADJOINING PROPERTY FOR UTILITIES, DRAINAGE, STRUCTURAL SUPPORT OR
INGRESS OR EGRESS

17. NO EVIDENCE OF POTENTIAL WETLANDS WERE OBSERVED ON THE SUBJECT
PROPERTY AT THE TIME THE SURVEY WAS CONDUCTED, NOR HAVE WE RECEIVED
ANY DOCUMENTATION OF ANY WETLANDS BEING LOCATED ON THE SUBJECT
PROPERTY.

\\\\\\\\\\\Hg 2 | /////////

VICINITY MAP NOT TO SCALE

SURVEYORS CERTIFICATE

T0:

THIS IS TO CERTIFY THAT THIS MAP OR PLAT AND THE SURVEY ON WHICH IT IS
BASED WERE MADE IN ACCORDANCE WITH THE 2011 MINIMUM STANDARD DETAIL

REQUIREMENTS FOR ALTA/ACSM LAND TITLE SURVEYS, JOINTLY ESTABLISHED AND
ADOPTED BY ALTA AND NSPS, AND INCLUDES ITEMS 1, 2, 3, 4, 5, 6(B), 7(A),
7(8)(1), 7(C), 8, 9, 10(A), 11(A), 13, 14, 16, 17, 18 AND 21 OF TABLE A THEREOF.

THE FIELD WORK WAS COMPLETED ON JANUARY 20, 2015
DATE OF PLAT OR MAP: 1-23-15

BY: T.A. SHERARD, P.L.S.

T AR

REGISTRATION NO: L-3344
STATE OF NORTH CAROLINA

THE PROPERTY DESCRIBED AND SHOWN HEREON IS THE SAME PROPERTY DESCRIBED
IN [INSERT NAME OF TITLE COMPANY] TITLE COMMITMENT NO.

DATED , 200 __
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TOPO NOTES:

1. ELEVATIONS ARE BASED ON (NAVD88)

2. CONTOURS ARE SHOWN AT 1’

INTERVALS

#6XC AU TION ##*

Know what's below,
Call before you dig.

THE UTILITIES SHOWN ARE SHOWN FOR THE CONTRACTOR'S CONVENIENCE ONLY.

BL BUILDING LINE

THERE MAY BE OTHER UTILITIES NOT SHOWN ON THESE PLANS. THE ENGINEER

ASSUMES NO RESPONSIBILITY FOR THE LOCATIONS SHOWN AND IT SHALL BE
THE CONTRACTOR’S RESPONSIBILITY TO VERIFY THE LOCATIONS OF ALL UTILITIES
WITHIN THE LIMITS OF THE WORK. ALL DAMAGE MADE TO EXISTING UTILITIES BY
THE CONTRACTOR SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.
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